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Disclaimer 

In the event of any inconsistency or conflict between the information contained in this non-

binding guidance document and the Stockholm Convention on Persistent Organic Pollutants 

(POPs), the text of the Convention takes precedence, taking into account that the 

interpretation of the Stockholm Convention remains the prerogative of the Parties. 

The designations employed and the presentations in this guidance document are possible 

options, based on expert judgment, to provide assistance to Parties to develop, revise and 

update national implementation plans or national reports under the Stockholm Convention. 

The Stockholm Convention Secretariat, UNEP or contributory organizations or individuals 

cannot be liable for misuse of the information contained in it. 

While reasonable efforts have been made to ensure that the content of this publication is 
factually correct and properly referenced, the Secretariats of the Basel, Rotterdam and 
Stockholm Conventions, UNEP, FAO or the UN do not accept responsibility for the accuracy 
or completeness of the contents and shall not be liable for any loss or damage that may be 
occasioned, directly or indirectly, through the use of, or reliance on, the contents of this 
publication, including its translation into languages other than English. 
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Preface  

This document was developed in 2026 by the Toolkit and best available techniques (BAT) and best 

environmental practices (BEP) experts working in collaboration with the Secretariat of the Stockholm 

Convention, and taking into account comments received from Parties and others, further to the 

request by the Conference of the Parties (COP) to the Stockholm Convention in 2025 (decision SC-

12/5) as part of the ongoing review and update of the Toolkit and the guidelines and guidance on 

BAT and BEP.    

Executive Summary 

Short-chain chlorinated paraffins (SCCPs) and medium-chain chlorinated paraffins (MCCPs) are 

industrial chemicals that have been widely used in numerous applications, including metalworking 

fluids, polymer formulations, coatings, adhesives and specialized industrial processes. Due to their 

persistence in the environment, potential for bioaccumulation, long-range environmental transport 

and adverse effects on human health and the environment, these substances have been listed in Annex 

A of the Stockholm Convention on Persistent Organic Pollutants, which requires the elimination of 

their production and use, subject to specific exemptions. 

The central focus of this guidance is the application of best available techniques (BAT) and best 

environmental practices (BEP) to reduce releases of SCCPs and MCCPs and protect human health and 

the environment. The document identifies practical measures such as process optimization, feedstock 

control, minimization of unintentional formation of chlorinated paraffins (CPs), reduction of point-

source and diffuse emissions, use of closed-loop systems, wastewater treatment, emission capture 

technologies, proper storage and labelling, leak detection and repair, worker protection, emergency 

preparedness, and staff training. Together, these measures support the prevention of releases at 

source and improved environmental performance. 

The guidance also addresses the identification and use of safer alternatives in key sectors. Alternatives 

are presented for applications such as metalworking, polyvinyl chloride (PVC), paints, adhesives, 

textiles and leather processing. The document emphasizes that substitution should be carefully 

assessed in order to avoid regrettable substitution and to ensure a real reduction in environmental 

and health risks. 

In addition, the guidance addresses the environmentally sound management of stockpiles, products in 

use and waste containing SCCPs, MCCPs and related CPs. Particular attention is given to waste 

identification, pre-treatment, destruction or irreversible transformation, and the prevention of 

contamination during handling, transport and disposal, with reference to relevant technical guidelines 

developed under the Basel Convention on the Control of Transboundary Movements of Hazardous 

Wastes and their Disposal. 

Effective implementation requires coordinated action by governments, industry, workers, technical 

institutions and other stakeholders. Regulatory authorities play an essential role in establishing and 

enforcing control measures, while industry is responsible for applying technical and operational 

practices that reduce releases and protect workers and the environment. Transparency, traceability, 

monitoring and awareness are also key elements of effective implementation. Overall, this guidance is 

intended as a practical tool to support the sound management and phase-out of SCCPs and MCCPs. By 

promoting BAT, BEP, safer alternatives and environmentally sound life-cycle management, it 

contributes to reducing releases of CPs and advancing the objectives of the Stockholm Convention. 
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1 Introduction 

1. This document supersedes the Guidance on best available techniques and best environmental 
practices for the production and use of short-chain chlorinated paraffins (SCCPs), listed in Annex A to 
the Stockholm Convention with specific exemptions by decision SC-8/11, issued in December 2024 
(UNEP, 2024). It  has been revised to incorporate guidance for medium-chain chlorinated paraffins 
(MCCPs), which were subsequently listed Annex A with specific exemptions in 2025 as per decision 
SC-12/10, and to reflect the Convention’s provisions applicable to mixtures containing these 
substances above the relevant concentration thresholds.  

1.1 Purpose 

2. The purpose of this document is to provide Parties with guidance on Best Available Techniques 
(BAT) and Best Environmental Practices (BEP) for the production, use, disposal, and management of 
stockpiles, articles and waste containing short- and medium-chain chlorinated paraffins (SCCPs and 
MCCPs) listed under Annex A of the Stockholm Convention (Decisions SC-8/11 and SC-12/10), including 
specific exemptions for production and use. 

3. This guidance builds on decisions SC-7/8 and SC-8/6 by the COP for the review and update of 
guidelines and guidance to address releases from unintentional production and BAT and BEP for the 
chemicals listed in Annexes A, B and/or C to the Stockholm Convention, as well as BAT and BEP 
requirements for SCCPs and MCCPs as laid down in Annex B, Part III (2) referring to Annex C with the 
following definitions: 

• “Best available techniques” means the most effective and advanced stage in the 
development of activities and their methods of operation which indicate the practical 
suitability of particular techniques for providing in principle the basis for release 
limitations designed to prevent and, where that is not practicable, generally to reduce 
releases of chemicals listed in Part I of Annex C and their impact on the environment as a 
whole. In this regard: 

o “Techniques” includes both the technology used and the way in which the 
installation is designed, built, maintained, operated and decommissioned; 

o “Available” techniques mean those techniques that are accessible to the operator 
and that are developed on a scale that allows implementation in the relevant 
industrial sector, under economically and technically viable conditions, taking 
into consideration the costs and advantages; and 

o “Best” means most effective in achieving a high general level of protection of the 
environment as a whole; 

• “Best environmental practices” means the application of the most appropriate 
combination of environmental control measures and strategies. 

4. According to Article 3 Paragraph 6 of the Stockholm Convention, if a Party has a specific 
exemption or acceptable purpose for a chemical listed in Annex A or Annex B of the Convention, they 
must take measures to ensure that any production or use under such exemption, or purpose, is carried 
out in a way that prevents or minimizes human exposure and releases to the environment. To put it 
simply, the BAT and BEP should be applied for chemicals that have specific exemption(s) or  acceptable 
purpose(s), as is the case for SCCPs and MCCPs. This approach helps ensure appropriate methods are 
used to protect the environment and human health while considering economic feasibility and 
technological viability. 

 

file:///C:/Users/LauzonA/Downloads/UNEP-POPS-BATBEP-GUID-PFOS-202103.En.pdf
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1.2 Structure and use of the guidance 

5. This document is structured as follows: 

Chapter 1 outlines the purpose and structure of this document.  

Chapter 2 provides information on the substances covered by this document, including the relevant 
provisions under the Stockholm Convention and the Basel Convention. 

Chapter 3 addresses general BAT and BEP principles for chemicals management and general guidance 
for the management of SCCPs and MCCPs. Further relevant details are included in the annex to this 
guidance. 

Chapter 4 addresses BAT and BEP for uses of SCCPs and MCCPs benefiting from a specific exemption 
in metalworking, lubricants in engines, additives in polymer/plastic, waterproofing and fire retardant 
paints, and leather applications listed as specific exemptions under the Convention. Each section 
provides a general description of the process/application in which SCCPs is exempted for use, and 
specific BAT and BEP guidance for management of this substance, including information on available 
alternatives for that use. 

Chapter 5 addresses BAT and BEP for the life cycle management of SCCPs and MCCPs containing 
articles, energy/material recovery and recycling considerations, focusing on the key material recycling 
flows – namely plastics and rubbers, mechanical parts and electronic products.  

2  Substances covered under this document  

6. This document focuses on SCCPs and MCCPs, complex mixtures of polychlorinated n-alkanes 
(straight-chain alkanes) ranging from C10 to C17.  

2.1 Chlorinated paraffins  

7. Chlorinated paraffins (CPs) are widely produced chemicals, with certain CP subgroups (notably 
SCCPs and MCCPs). Chlorinated paraffins (also called chlorinated alkanes) are largely comprised of 
polychlorinated alkanes (PCAs) (Fernandes et al. 2023) and are complex mixtures of substances having 
the molecular formula pattern CnH2n+(2−x)Clx in common. According to their chain length, CPs are 
subdivided into short-chain CPs (SCCPs, C10–C13), medium-chain CPs (MCCPs, C14–C17) and long-
chain CPs (LCCPs, C18–C30). Examples of CP formulas are given in Error! Reference source not found., 
noting that this document addresses only short- and medium-chain chlorinated paraffins (SCCPs, C10–
C13, and MCCPs, C14–C17). 

8.  

Figure 1. Examples of CP formulas 

C24H44Cl6 
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9. Chlorinated paraffins are produced with different chlorination degrees varying from 30% to 70% 
in weight. Due to their complexity and variability, SCCPs and MCCPs are regulated as groups of 
substances instead of individual chemicals. Commercial CP products are classified as substances of 
Unknown or Variable composition, Complex reaction products or Biological materials (UVCB). This 
designation is used for substances whose exact chemical composition is unknown and may vary. These 
substances cannot be identified sufficiently by their chemical composition because the number of 
constituents is relatively large; the composition is, to a significant degree, unknown; and/or the 
variability of composition is relatively large or poorly predictable (Health Canada, Chemical substances 
glossary - Canada.ca). Specifically, SCCPs and MCCPs can be produced as an unintentional by-product 
in processes intended to produce LCCPs.    

10. The variation in chain lengths and chlorination degrees makes them versatile, and more than 
200 commercial CP formulations are in use worldwide. Different grades and purities are produced 
according to needs but generally, industrial products are technical mixtures of different CPs. 
Assessment of the homologue composition of 36 CPs used worldwide has shown that SCCPs and 
MCCPs are present in almost all the technical CP mixtures (Guida et al., 2022).  

11. According to GuideChem (n.d.), a chemical trading guide, there are at least 12 CP producers in 
China, India, France, Japan and the USA.  The world's largest Medium-Chain Chlorinated Paraffin 
(MCCP) producers are primarily concentrated in China and India, which collectively produce over 1 
million metric tons of chlorinated paraffins annually. China alone accounts for approximately 40% to 
50% of global capacity, with volumes often exceeding 1 million metric tons. 

12. The largest individual and regional manufacturers include: 

• Chinese Producers: Companies such as Sinopec, Guangzhou Jiangyan Chemical Co. Ltd., and 
Zhengzhou Saihang Chemical Technology Co. Ltd.. 

• Indian Producers: Major industrial manufacturers like the KLJ Group. 

• European Producers: Key manufacturers include INOVYN (now part of Ineos), Altair Chimica 
SpA, Química del Cinca, and Vantage Leuna GmbH. 

• North American Producers: Dover Chemical Corporation and Qualice LLC 

2.2 Short-Chain Chlorinated Paraffins (C10-C13) 

13. Under decision SC-8/11, the eighth meeting of the Conference of the Parties (COP-8) to the 
Stockholm Convention decided to amend part I of Annex A to the Stockholm Convention to list “short-
chain chlorinated paraffins” therein, with specific exemptions. The decision defines the listed 
substance as follows: “short-chain chlorinated paraffins (SCCPs)”, C10-13 chloro: straight-chain 
chlorinated hydrocarbons with chain lengths ranging from C10 to C13 and a content of chlorine greater 
than 48 per cent by weight.  

14. According to IUPAC, short-chain chlorinated paraffins (SCCPs), otherwise known as short chain 
chlorinated alkanes, are highly complex mixtures of polychlorinated n-alkanes with a chlorination 
degree between 30 and 70 % by weight, constituted by thousands of homologs, diastereomers, and 
enantiomers. 

15. For this reason, the convention listing covers chemicals that may contain small amounts of 
short-chain chlorinated paraffins as for example:  

i. Alkanes, C6-18, chloro (CAS No. 68920-70-7); 

ii. Alkanes C12-13, chloro (CAS No. 71011-12-6); 

iii. Alkanes, C12-14, chloro (CAS No. 85536-22-7); 

iv. Alkanes, C10-14, chloro (CAS No. 85681-73-8); 

v. Alkanes, C14-C17, chloro (CAS N°85535-84-8); 

vi. Paraffin waxes, chlorinated (C12, 60% chlorine) (CAS No. 108171-26-2). 

https://www.canada.ca/en/health-canada/services/chemical-substances/chemical-substances-glossary.html#u
https://www.canada.ca/en/health-canada/services/chemical-substances/chemical-substances-glossary.html#u
https://www.atamanchemicals.com/
https://www.atamanchemicals.com/
http://www.guidechem.com/
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16. As stated in the decision, the list provided is not exhaustive, because any industrial chlorinated 
alkane may contain some SCCPs. They can be found as unintentional by-products in MCCPs or LCCPs 
even when the goal is producing longer chain length CPs. Therefore, the Convention stated that any 
mixture that contains more than 1% by weight of SCCPs with >48% chlorine, even if the mixture has a 
low chlorination level, is considered a Persistent Organic Pollutant (POP).  

17. The following brand names are some common industrial titles under which SCCPs or MCCPs 
have been marketed, distributed, or formulated (not comprehensive): 

i. Cereclor (Originally ICI, later INEOS Chlor) — One of the most globally widespread 

brands. Suffixes like Cereclor 42, 50LV, 52, S52, and 70L have historically contained 

SCCPs or MCCPs.  

ii. Chlorowax (Occidental Chemical / OxyChem) — A massive commercial line in North 

America. Grades like Chlorowax 40, 50, and 500C are associated with liquid low-to-mid 

chain lengths. 

iii. Hordaflex / Hordaflam / Hordalub (Hoechst / Clariant) — Used primarily as plasticizers 

(Hordaflex), flame retardants (Hordaflam), or extreme-pressure lubricant additives 

(Hordalub). 

iv. Adekacizer / ADK Cizer (Asahi Denka / ADEKA Corp) — Widely found in Asian 

electronics, PVC formulations, and automotive parts (e.g., Adekacizer E 410, E 450, E 

470). 

v. Paroil / Chlorez (Dover Chemical) — Paroil generally denotes liquid CPs (often 

SCCP/MCCP range), while Chlorez typically specifies resinous, highly chlorinated solid 

versions. 

vi. Unichlor (Neville Chemical / Universal Chem) — Commercially sold liquid chlorinated 

alkanes used in heavy-duty coatings and industrial sealants.  

vii. Toyoparax (Tosoh Corporation) 

viii. Other Notable Commercial Names that also frequently indicate the presence of SCCPs 

or MCCPs in technical data sheets:  

ix. Arubren (Bayer)Clorafin / Chlorofin / Chloroflo (Hercules / Various)Cloparin / 
CloparolDerminolfett / Derminolöl (Historically used in leather fat-
liquoring)ElectrofineEnparaKhP / CP (Common prefix coding used in Eastern European 
and Russian markets, e.g., KhP-470)  

18. The specific exemptions for the production and use of SCCPs are, as of 2017, listed in Table 1.  

Table 1. Specific exemptions for the production and use of SCCPs 

Activity Specific exemptions 

Production As allowed for the Parties listed in the Register 

Use • Additives in the production of transmission belts in the natural and synthetic 
rubber industry 

• Spare parts of rubber conveyor belts in the mining and forestry industries 

• Leather industry, in particular, fatliquoring in leather 

• Lubricant additives, in particular : 
o for engines of automobiles,  
o electric generators and wind power facilities, and for  
o drilling in oil and gas exploration and petroleum refining to produce diesel 

oil. 

• Tubes for outdoor decoration bulbs 

• Waterproofing and fire-retardant paints 

• Adhesives 
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• Metal processing 

• Secondary plasticizers in flexible polyvinyl chloride, except in toys and 
children’s products. 

 

19. In accordance with Article 4 of the Stockholm Convention, specific exemptions listed in Annex 
A are time-limited. Unless otherwise specified, specific exemptions expire five years after the date of 
entry into force of the amendment listing the chemical for a Party. Parties may register for these 
exemptions and may request an extension in accordance with the procedures established by the 
Convention. Certain exemptions may also be linked to the service life of specific equipment or 
applications where substitution is technically challenging. For SCCPs, pursuant to decision SC-11/1, no 
new registrations may be made for specific exemptions as of 18 December 2023. 

20. As per decision SC-8/14, the Conference of the Parties invited each Party listed in the register 
of specific exemptions for short-chain chlorinated paraffins to report to the Secretariat, by December 
2019, justifying its need for the registration of that exemption and informing on production, uses, 
national control actions taken, and progress made in building capacity on safe alternatives.  

2.3 Medium-Chain Chlorinated Paraffins (C14–C17) 

21. The twelfth meeting of the Conference of the Parties (COP-12) to the Stockholm Convention 
decided to amend part I of Annex A to the Convention to list “medium-chain chlorinated paraffins 
(MCCPs)” therein, with specific exemptions. According to decision SC-12/10: 

For the purposes of this Convention, substances or mixtures are considered as “Medium-

chain chlorinated paraffins (MCCPs)” when they meet the definition in (i), (ii), or both (i) and 

(ii): 

(i) Substances or mixtures that contain linear chloroalkanes with carbon chain 

lengths in the range C14–17 and chlorination levels at or exceeding 45 per 

cent chlorine by weight; 

(ii) Substances or mixtures that contain linear C14–17 chloroalkanes of the 

following molecular formulae: 

C14H(30−y)Cly where y ≥ 5; 

C15H(32−y)Cly where y ≥ 5; 

C16H(34−y)Cly where y ≥ 6; 

C17H(36−y)Cly where y ≥ 6.” 

 

22. MCCPs, also known as medium-chain chlorinated alkanes, are complex mixtures of 
polychlorinated n-alkanes with carbon chain lengths ranging from C14 to C17 and chlorination degrees 
typically between about 30 and 70 per cent by weight. As for SCCPs, MCCPs consist of thousands of 
homologues and isomers resulting from the chlorination of n-alkane feedstocks. 

23. Due to the complexity of the production process and the use of hydrocarbon feedstocks 
containing a range of chain lengths, commercial chlorinated paraffin products may contain mixtures 
of different chain lengths. As a result, CP products may contain quantities of SCCPs or MCCPs above 
the threshold level to then be considered POPs (see Box 1 and Box 2).  

24. According to the Convention listing, mixtures containing MCCPs above the concentration limit 
specified in paragraph 2 of Part XIII of Annex A (3 per cent by weight, see Box 2) are subject to the 
control measures established under the Stockholm Convention, taking into account the specific 
exemptions listed in decision SC-12/10. 
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25. The specific exemptions for the production and use of MCCPs, as of 2025, are described in Table 
2. 

Table 2. Specific exemptions for MCCP production and use as per decision SC-12/10 Part XIII 

Activity Specific exemptions 

Production 
As allowed for the Parties listed in the Register in accordance with the provisions of Part 
XIII of Annex A 

Use 

 
In accordance with Part XIII of Annex A: 

• Flexible polyvinyl chloride (PVC), limited to the following uses: 
o Construction sector, including maintenance of buildings and other 

structures, for uses other than flooring in indoor spaces that are not 
used for commercial purposes 

o Wires and cables in the construction sector 
o Wires and cables in medical devices and in-vitro diagnostic devices  
o Calendered films in the packaging field, excluding food packaging 

• Solid woven conveyor belts used in underground coal mines 

• Flexible elastomeric foam for thermal insulation 

• Adhesives and sealants, limited to the following uses:  
o Polysulfide sealant and one-component polyurethane foam used in 

sealing for doors and windows  
o Waterproof coatings and anticorrosion coatings 
o Aerospace and defence applications (e.g., polyurethane adhesives and 

tamper-proof putty) 

• Tape used for non-structural bonding in aerospace and defence products 

• Fatliquoring component in leather, except in children’s products 

• Emergency response pyrotechnic devices 

• Paints and coatings for ammunition and ammunition markings 

• Metalworking fluids, in accordance with the provisions of paragraphs 5 and 6 of 
Part XIII of Annex A 

• Polymers and rubbers (including PVC, ethylene propylene diene monomer 
(EPDM) rubber, chloroprene (CR), nitrile butadiene rubber (NBR) and 
chlorinated polyethylene (CPE)) used in repair and replacement parts, in 
accordance with the provisions of paragraph 7 of Part XIII of Annex A 

• Ammunition pyrotechnic defence devices to achieve specific effects (e.g., 
sound, smoke, light), in accordance with the provisions of paragraphs 8 and 12 
of Part XIII of Annex A 

• Intumescent coating and paint for space and defence equipment and its 
packaging to protect against extreme temperature, in accordance with the 
provisions of paragraphs 9 and 12 of Part XIII of Annex A 

• Coating and paint for the repair of, and use in replacement parts for, space and 
defence equipment, in accordance with the provisions of paragraphs 10 and 11 
of Part XIII of Annex A 

 

26. Compared with the exemptions granted for short-chain chlorinated paraffins (SCCPs), the 
exemptions for MCCPs cover a broader range of industrial applications. This reflects the widespread 
current use of MCCPs as substitutes for SCCPs in several sectors such as PVC, rubber products, 
adhesives, and metalworking fluids. 
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27.  In accordance with Article 4 of the Stockholm Convention, specific exemptions listed in Annex 
A are time-limited. Unless otherwise specified, specific exemptions expire five years after the date of 
entry into force of the amendment listing the chemical for a Party. In some instances, uses can be 
permitted for a longer transition period in order to allow more time for Parties and industries to 
identify and adopt safer alternatives. For example, specific exemptions for some industrial 
applications, such as metalworking fluids, are subject to time limits specified in the listing (e.g. until 
2036). 

28. Some exemptions are linked to the service life of specific equipment or products. In particular, 
certain uses in aerospace, defense, or specialized industrial equipment may continue until the end of 
the service life of the equipment concerned (or 2041, whichever comes first), recognizing the technical 
constraints associated with replacing materials used in long-lifecycle systems. 

29. Parties making use of these exemptions are required to ensure that production and use are 
carried out in a manner that minimizes releases to the environment and exposure to humans, in 
accordance with Article 3 of the Stockholm Convention. 

2.4 Physical and chemical properties of short- and medium-chain chlorinated 

paraffins 

30. As chlorinated paraffins, including SCCPs and MCCPs, are complex mixtures, their properties 
vary according to many factors (UNEP/POPS/POPRC/12/11/Add.3):  

i. Carbon Chain Length: The alkanes in chlorinated paraffins have carbon chain lengths 

that typically range from C10 to C17 for SCCPs and MCCPs. The longer the n-alkane 

chain is the higher boiling point. 

ii. Chlorine Content: Chlorinated paraffins are chlorinated to varying degrees. The 

chlorine content, according to IUPAC, generally ranges from about 30% to 70% by 

weight. This variation in chlorine content affects their physical and chemical 

properties, such as viscosity and solubility.  

iii. Physical Form: The physical state of chlorinated paraffins can vary from oily liquids to 

waxy solids, depending on the chain length and chlorine content. Higher chlorine 

content makes them more solid, whereas lower chlorine content results in a more 

liquid form. 

iv. Chemical Properties: The specific composition of chlorinated paraffins, including the 
exact distribution of chain lengths and chlorine content, influences their chemical 
properties, such as stability, reactivity, and ability to act as flame-retardants or 
plasticizers. 

31. Table 33 gives the main physico-chemical properties of SCCPs and MCCPs . The data are derived 
from the Risk Management Evaluation reports adopted by the Persistent Organic Pollutants Review 
Committee (POPRC) for SCCPs (UNEP/POPS/POPRC.12/11/Add.3) and MCCPs 
(UNEP/POPS/POPRC.18/11/Add.3). Additional information and references from other authoritative 
sources and scientific studies have also been incorporated where appropriate to complement and 
update the information presented in the table. 

Table 3. Main Physicochemical properties of SCCPs and MCCPs 



Guidance on BAT and BEP relevant to the SCCPs and MCCPs listed under the Stockholm Convention 
on POPs 

BAT/BEP Group of Experts, version 06/2026    15 
 

Property SCCPs MCCPs Reference 

Vapour pressure (Pa) 

SCCP products 

with 50–60% 

chlorine: 1.4 × 

10⁻⁵ – 0.066 Pa at 

25 °C 

1.3 × 10⁻⁴ – 2.7 × 10⁻⁴ 

Pa at 20 °C for C14–

17, 52% Cl; broader 

modeled range 6.64 × 

10⁻¹² – 1.31 × 10⁻² Pa 

across MCCP 

congeners 

SCCPs: Drouillard et al. 1998; BUA 

1992; EC 2000; Tomy et al. 1998.  

MCCPs: Campbell and McConnell 

1980 / EU RAR; Glüge et al. 2018 

review. 

SCCP with 50% 

chlorine by 

weight = 0.021 Pa 

at 40 °C 

C14–17 (52% Cl by 

weight): 1.1 × 10⁻³ Pa 

at 45 °C; 6.0 × 10⁻³ Pa 

at 60 °C; 0.051 Pa at 

80 °C 

MCCPs: EU RAR / MCCP risk profile 

compilations. 

Henry’s Law constant 

(Pa·m³/mol) 
0.7 – 18 

0.014 – 51.3 for C14–

17 congeners 

SCCPs: Drouillard et al. 1998.  

MCCPs: Canada CEPA follow-up / UK 

support dossier. 

Water solubility 

(µg/L) 

C10–12 

chlorinated 

alkanes : 400 – 

960 µg/L 

6.1 – 27 µg/L at 20 °C 

(reported as 0.0061 – 

0.027 mg/L) for 

representative MCCP 

congeners / 

assessment values 

SCCPs: Drouillard et al. 1998; BUA 

1992; EC 2000.  

MCCPs: EU RAR / UK draft risk 

profile. 

C10 and C13 

chlorinated 

alkane mixtures : 

6.4 – 2370 µg/L 

 SCCPs: Drouillard et al. 1998 

SCCPs containing 

59% chlorine at 

20 °C range from 

150 – 470 µg/L 

  

log KOW 

4.48 – 8.69 

5.5 to >6 in EU risk 

assessment; compiled 

values often around 

5.47 – 8.21 

depending on 

chlorine content 

SCCPs: 

UNEP/POPS/POPRC.11/10/Add.2; EC 

2000. MCCPs: EU RAR; Danish survey 

/ compiled assessment values. 

SCCPs with 

chlorine content 

ranging from 49–

71%: 4.39 – 5.37 

A representative 

regulatory value of 7 

is used in some EU 

dossiers 

MCCPs: RoHS Annex II dossier. 
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log KOA 

4.07 – 12.55 for 

chlorination 

content of 30–

70% (modeled 

values) 

Predicted to exceed 

10 for many MCCP 

congeners 

SCCPs: Gawor and Wania 2013. 

MCCPs: POPRC support / modeled 

partitioning discussion. 

 

2.5 Production 

32. The manufacture of chlorinated paraffins (CPs) is based on the direct chlorination of linear n-
alkanes (normal paraffins), which are saturated hydrocarbons with the general formula CxH2x+2. The 
carbon chain length of the selected n-alkane feedstock determines whether the final product falls 
predominantly within the SCCP, MCCP or LCCP range.  

33. The primary source of n-alkanes is petroleum refining. During refining, crude oil is separated by 
fractional distillation into fractions containing hydrocarbons of different carbon chain lengths, ranging 
from light gases to paraffin waxes.  

34. Additional refining and separation processes may be used to obtain n-alkane feedstocks with 
the desired carbon chain length and a high degree of purity. Typical feedstocks consist of 
predominantly unbranched paraffin fractions containing less than 2% isoparaffins and less than 100 
ppm aromatics (Kellersohn, 1998). Alternatively, n-alkanes can also be produced synthetically, for 
example through the Fischer–Tropsch process. 

35. The first step in CP production consists of selecting a suitable n-alkane feedstock, typically liquid 
paraffins or paraffin waxes with carbon chain lengths corresponding to the desired product. Since 
industrial feedstocks generally contain a distribution of carbon chain lengths rather than a single 
homologue, commercial CP products may contain mixtures of SCCPs, MCCPs and, in some cases, LCCPs.  

36. The selected n-alkane feedstock is then chlorinated by introducing chlorine gas into the reaction 
vessel under controlled conditions. The reaction is generally carried out at temperatures of 
approximately 80–100 °C and may be initiated thermally or by ultraviolet (UV) radiation. Depending 
on the process technology, catalysts or initiators may be used to improve reaction efficiency. The 
chemical reaction is as follows: 

CxH(2x+2) + y Cl2 → CxH(2x−y+2)Cly + y HCl 

37. Following chlorination, the crude reaction mixture undergoes several finishing operations, 
including removal of residual chlorine, neutralization of hydrogen chloride, washing, drying and 
filtration to remove catalyst residues and other impurities. Where necessary, additional fractionation 
or distillation may be applied to obtain products with specific carbon chain length distributions or 
chlorine contents.  

38. The final product is then submitted to quality control tests and analysis to determine its chlorine 
content, carbon chain length distribution, color, density, and other physical and chemical properties 
relevant to its intended use. 

39. The Schematic shown in Figure 2 depicts the general process of CPs production. 



Guidance on BAT and BEP relevant to the SCCPs and MCCPs listed under the Stockholm Convention 
on POPs 

BAT/BEP Group of Experts, version 06/2026    17 
 

2.6  Occurrence of Unintended CP Homologues in Commercial Products 

40. Because feedstocks generally contain a distribution of carbon chain lengths, complete 
separation of SCCP, MCCP and LCCP homologues is technically difficult. Consequently, commercial 
products intended to consist predominantly of LCCPs may still contain small amounts of SCCPs or 
MCCPs, and vice versa.  

41. The presence of SCCPs and MCCPs in any type of chlorinated paraffin (CP) mixtures, needs to 
be assessed for several important reasons :  

Figure 2. Schematic of typical a CP production process 
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i. Toxicity and Environmental Persistence: the presence of SCCPs and MCCPs may increase 

potential risks to the environment and human health; 

ii. Human Health Risks and consumer information: SCCPs and MCCPs can pose health risks 

to humans, particularly due to their classification as potential carcinogens. They may 

enter the human body through various exposure routes, including ingestion, inhalation, 

or skin contact; 

iii. Regulatory Compliance: SCCPs are listed in Annex A of the Stockholm Convention and are 

subject to strict restrictions in many jurisdictions. Verification of their presence is 

therefore essential to demonstrate compliance with applicable regulatory requirements; 

iv. Product Quality and Marketability: The presence of unintended SCCPs or MCCPs above 

regulatory thresholds may affect the legal placing on the market and the suitability of 

commercial products for specific applications 

v. Emission prevention. Unintended homologues may also contribute to releases during 

production, product use, recycling and waste management if not adequately 

controlled.e; 

vi. The practice of blending different MCCP products in order to obtain an average 

chlorination level below 45% by weight, without preventing the presence and release of 

POP-like congeners, should be prohibited. BAT should instead aim at preventing or 

minimizing the formation, presence and release of hazardous congeners through 

appropriate control of feedstock quality, chlorination conditions, product specifications 

and emissions. 

42. Particular attention should also be given to the occurrence of POP-like MCCP congeners. The 
average chlorine content of an MCCP product does not, by itself, determine its environmental 
acceptability. POP-like congeners may still be present in products with an overall chlorine content 
below 45% by weight and may be released during production, use or waste management.  

43. Consequently, blending different MCCP products solely to obtain an average chlorine content 
below 45% by weight should not be allowed as such blending does not prevent the presence or release 
of POP-like MCCP congeners and therefore should not be regarded as BAT. 

44. BAT should instead focus on preventing or minimizing the formation, presence and release of 
POP-like MCCP congeners at source. This can be achieved through appropriate selection and control 
of feedstock quality, optimization of chlorination conditions, application of robust process controls, 
product specifications, and effective emission prevention measures, rather than relying solely on 
blending practices to achieve a target average chlorine content. 

2.7 Regulations concerning production, use, and trade of listed CPs 

45. Due to the potential presence of SCCPs and MCCPs in some products and processes involving 
CPs, and the associated health risks, many countries and international organizations have imposed 
restrictions on the free trade of chlorinated paraffins (CPs). Beginning from the 90’s of the past century, 
restrictions on the production, use and trade of chlorinated paraffins were introduced, leading to 
restrictions and regulations under various international and national frameworks. The following 
subsections provide an overview of key regulations affecting the production, use, and trade of 
chlorinated paraffins. 

2.7.1 Stockholm Convention on Persistent Organic Pollutants 

46. The concentration thresholds (1% for SCCPs and 3% for MCCPs) are explained in boxes 1 and 2 
below. 

 

 



Guidance on BAT and BEP relevant to the SCCPs and MCCPs listed under the Stockholm Convention 
on POPs 

BAT/BEP Group of Experts, version 06/2026    19 
 

 

Box 1. 1% concentration threshold for SCCPs 
 

Note (vii) of Annex A of the Convention states:  

“Note (i) does not apply to quantities of a listed chemical occurring in mixtures at concentrations 
greater than or equal to 1 per cent by weight where the chemical name is followed by a plus sign 
(“+”).” [As SCCPs] 

1. General function of Note (i) 

Note (i) of Annex A normally allows the unintentional presence of a listed persistent organic 
pollutant (POP) in products and articles in trace amounts without automatically triggering all 
obligations of the Stockholm Convention. It is intended to address unintentional trace 
contamination. 

2. Effect of the “+” designation 

Where the name of a listed chemical is followed by a “+”, a stricter rule applies.  

➢ Below 1 per cent by weight: the presence may fall within trace-level tolerance, depending 
on the circumstances. 

➢ At or above 1 per cent by weight: the mixture is subject to the full obligations of the 
convention. 

3. Practical regulatory consequences 

Where a mixture contains a listed chemical marked with “+” at concentrations ≥ 1 per cent by 
weight: 

➢ production and use are prohibited unless covered by a registered specific exemption; 

➢ import and export are subject to Article 3 controls; 

➢ stockpiles and wastes must be managed in accordance with Article 6; 

➢ regulatory reporting and compliance obligations apply. 

In summary, any mixture containing a listed chemical marked with a “+” at a concentration equal 
to or greater than 1 per cent by weight is legally treated as containing that POP and must comply 
with all applicable Annex A obligations. 

 

 

47. The listing of a chemical in Annex A of the Stockholm Convention has important implications 
for Parties (countries that have ratified or acceded to the Convention). It also affects trade with non-
Parties, since exports of listed chemicals to non-Parties are only permitted under specific conditions 
defined by the Convention. 

 

 

 

 

 

 



Guidance on BAT and BEP relevant to the SCCPs and MCCPs listed under the Stockholm Convention 
on POPs 

BAT/BEP Group of Experts, version 06/2026    20 
 

Box 2: 3 % concentration threshold for MCCPs 
 
Paragraph 2 of Part XIII of Annex A specifies note (i) of Annex A (refer to Box 1 for more details) does 
not apply when the summed concentration of the following C14–17 chloroalkanes (C14H(30−y)Cly where 
y ≥ 5; C15H(32−y)Cly where y ≥ 5; C16H(34−y)Cly where y ≥ 6; C17H(36−y)Cly where y ≥ 6) (hereafter referred 
to as “MCCPs” in this Box) in substances or mixtures occurs at concentrations greater than 3 per 
cent by weight. This concentration level defines the scope of regulatory application under the 
Convention. 

1. Function of the 3 per cent threshold 

The 3 per cent by weight threshold establishes when a substance or mixture is considered to 
contain MCCPs at a level that triggers the Stockholm Convention obligations. 

2. Regulatory implications 

Where MCCPs are present in a substance or mixture at concentrations greater than 3 per cent by 
weight, the mixture is subject to the full provisions of the Convention.  

Below the 3 per cent threshold, the substance or mixture does not fall within the defined scope of 
the MCCP listing under Annex A. However, Parties may apply national legal and administrative 
measures that are more stringent. 

In summary, any substance or mixture containing MCCPs at concentrations greater than 3 per 
cent by weight is subject to obligations under the Stockholm Convention, unless covered by a 
registered specific exemption. 

 

48. Article 3 of the Stockholm Convention establishes the measures to reduce or eliminate releases 
from intentional production and use of chemicals listed in Annexes A and B. The obligations applicable 
to each Party are set out in Article 3 and include, inter alia, the following: 

i. prohibit and/or take the legal and administrative measures necessary to eliminate the 

production, use, import and export of chemicals listed in Annex A, taking into account any 

specific exemptions listed in that Annex; 

ii. restrict the production and use of chemicals listed in Annex B in accordance with the 

acceptable purposes and specific exemptions listed therein; 

iii. ensure that imports and exports of chemicals listed in Annexes A and B are carried out only 

under the conditions specified in Article 3, including those relating to specific exemptions, 

acceptable purposes and environmentally sound disposal; 

iv. requests Parties that have a specific exemption and/or acceptable purpose to take measures 

to ensure that any production or use under such exemption or purpose is carried out in a 

manner that prevents or minimizes human exposure and releases to the environment. 

49. The full text of Article 3 should be consulted for the precise legal obligations applicable to 
Parties.  

50. As a general information, the duration of specific exemptions is usually determined at the time 
of listing and is specified in the relevant Annex for each chemical. Typically, exemptions might last for 
a specific number of years, and they can be subject to review, modification, or extension by the COP. 
Unless an earlier date is indicated in the Register by the Party, or an extension is granted by the 
Conference of the Parties (maximum five years under Article 4 paragraph 7), specific exemptions have 
a limited timeframe and shall expire five (5) years after the date of entry into force of the Convention 
with respect to that particular chemical (paragraph 4 of Article 4).  

Restriction on Trade 
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51. The listing restricts international trade of the substance between Parties and non-Parties. Each 
Party shall take measures to ensure:  

a) That a chemical listed in Annex A (or Annex B) is imported only:  

 i. For the purpose of environmentally sound disposal as set forth in paragraph 1 (d) of Article 6; 
or  

 ii. For a use or purpose which is permitted for that Party under Annex A or Annex B  

b) That a chemical listed in Annex A, for which production and use specific exemptions are no longer 
in effect for any Party (which is not the case of SCCPs and MCCPs), is not exported from it except for 
the purpose of environmentally sound disposal as set forth in paragraph 1(d) of Article 6.  

 

Waste Management 

52. The listing of SCCPs and MCCPs in Annex A of the Stockholm Convention reflects the Parties' 
decision that these substances require global action to protect human health and the environment 
from their adverse effects. It establishes legal obligations for Parties to eliminate or restrict their 
production and use, subject to any applicable specific exemptions, and to ensure the environmentally 
sound management of stockpiles and wastes in accordance with Article 6 of the Convention. Article 6 
requires Parties, among other measures, to identify stockpiles and wastes consisting of, containing or 
contaminated with POPs, to manage them in an environmentally sound manner, and to ensure that 
such wastes are disposed of so that the POP content is destroyed or irreversibly transformed, or 
otherwise disposed of in accordance with the Convention. 

53. The implementation of Article 6 is closely linked to the Basel Convention, which complements 
the Stockholm Convention by establishing internationally agreed requirements and technical guidance 
for the environmentally sound management of hazardous and POP-containing wastes. The following 
section summarizes the key Basel Convention provisions relevant to chlorinated paraffins. 

2.7.2 Relationship with the Basel Convention 

54. In addition to the provisions of the Stockholm Convention, those of the Basel Convention are 
directly relevant to the application of BAT and BEP to address releases of SCCPs and MCCPs from waste. 
Considering that several waste streams, including waste from electrical and electronic equipment 
(WEEE), plastic waste and others are major potential CPs-containing material flows, synergies between 
the Stockholm Convention and Basel Convention are of high importance.  

55. The Basel Convention places obligations on countries that are Parties to, inter alia: minimize 
generation of hazardous waste; ensure that adequate disposal facilities are available; and ensure 
environmentally sound management of waste. 

56. Under the Stockholm Convention, POP-containing wastes are, in accordance with Article 6, 
paragraph 1 (d) (ii), to be disposed of in such a way that the POP content is destroyed or irreversibly 
transformed so that they do not exhibit the characteristics of POPs or otherwise, they may be disposed 
of in an environmentally sound manner when destruction or irreversible transformation does not 
represent the environmentally preferable option, or the POP content is low, taking into account 
international rules, standards, and guidelines, including those that may be developed pursuant to 
paragraph 2, as well as relevant global and regional regimes governing the management of hazardous 
waste. 

57. Paragraph 2 of Article 6 of the Stockholm Convention, which addresses measures to reduce or 
eliminate releases from stockpiles and waste, contains the following provisions:  
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“The Conference of the Parties shall cooperate closely with the appropriate bodies of the Basel 

Convention on the Control of Transboundary Movements of Hazardous Waste and Their Disposal to, 

inter alia:  

(a) Establish levels of destruction and irreversible transformation necessary to ensure that the 

characteristics of persistent organic pollutants are not exhibited; 

(b) Determine what they consider to be the methods that constitute environmentally sound 

disposal referred to above; and 

(c) Work to establish, as appropriate, the concentration levels of the chemicals listed in Annexes 

A, B and C in order to define the low persistent organic pollutant content referred to in 

paragraph 1 (d) (ii).”   

58. The Conference of the Parties to the Basel Convention has adopted the following guidelines:  

i. The guidelines for the environmentally sound management of waste consisting of, 
containing or contaminated with short-chain chlorinated paraffins 
(UNEP/CHW.14/7/Add.2/Rev.1) (UNEP 2019); 

ii. The general technical guidelines for the environmentally sound management of waste 
consisting of, containing or contaminated with persistent organic pollutants 
(UNEP/CHW.16/6/Add.1/Rev.1) (UNEP 2023a). 

59. The general technical guidelines developed under the Basel Convention address matters related 
to all three of the provisions outstanding definitional issues raised in § 2 of Article 6 of the Stockholm 
Convention. These documents provide the framework for the environmentally sound management 
(ESM) of waste containing SCCPs. As of May 2023, the Conference of the Parties to the Basel 
Convention has not adopted a value for the low POP content of SCCPs. The provisional definition of 
low POP content for SCCPs under the Basel Convention is [100 mg/kg] [1500 mg/kg] [10,000 mg/kg] 
(UNEP 2023a).  

60. Further guidance relevant to matters under Article 6 of the Stockholm Convention is contained 
in Basel technical guidelines and Guidance documents developed under the Basel Convention, 
including partnerships, for:  

i. Plastic waste: 

o Technical guidelines for the environmentally sound management of plastic waste 

and for their disposal (UNEP, 2023b). 

ii. E-waste: 

o Guidance document on environmentally sound management of used and end-of-life 

computing equipment (UNEP, 2017); 

o Technical guidelines on transboundary movements of electrical and electronic 

waste and used electrical and electronic equipment, in particular regarding the 

distinction between waste and non-waste under the Basel Convention (UNEP, 

2023c). These technical guidelines were adopted on an interim basis.  

iii. Co-processing of hazardous wastes in cement kilns: 

o Technical guidelines on the environmentally sound co-processing of hazardous 

wastes in cement kilns  (UNEP, 2011). 

iv. Engineered Landfills: 

https://www.basel.int/Implementation/TechnicalMatters/DevelopmentofTechnicalGuidelines/TechnicalGuidelines/tabid/8025/Default.aspx
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o Technical guidelines on the environmentally sound disposal of hazardous wastes 

and other wastes in specially engineered landfill (D5) (UNEP, 2022a).  

v. Incineration: 

o Technical guidelines on the environmentally sound incineration of hazardous wastes 

and other wastes as covered by disposal operations D10 and R1 (UNEP, 2022b). 

2.7.3 Other Regulations 

61. Many countries, and regional organizations have their regulations aligned with international 
conventions or have established specific limits and restrictions on the use and trade of CPs, including 
SCCPs and MCCPs. It is crucial for manufacturers, importers, exporters, waste handlers, and users of 
chlorinated paraffins to be aware of and comply with the regulations applicable in their countries and 
in the countries with which they trade. 

62. United States: The Environmental Protection Agency (EPA) has taken action under the Toxic 
Substances Control Act (US EPA, 2016) to assess and manage risks from CPs. It has evaluated and 
regulated the use of SCCPs and imposed specific rules and consent orders in certain applications. The 
EPA has also proposed a Significant New Use Rule (SNUR) for certain chlorinated paraffins, including 
SCCPs, requiring notification to the EPA before they can be used in new applications. MCCPs are subject 
to premanufacture review, consent orders and significant new use notification requirements under 
section 5 of TSCA. These controls are substance- and use-specific and do not constitute a general 
federal prohibition of all MCCPs. 

63. Canada: Canada has concluded that SCCPs, MCCPs and LCCPs up to 20 carbon atoms are toxic 
under the Canadian Environmental Protection Act (CEPA) (Canada, 1999). The manufacture, use, sale, 
and import of SCCPs are prohibited under the Prohibition of Certain Toxic Substances Regulations 
(Environment and Climate Change Canada, 2025). On 13 February 2025, a consultation document 
aiming to, among other things, solicit comments on the proposed regulatory approach to prohibit the 
manufacture, import, use and sale of MCCPs and LCCPs up to 20 carbon atoms, and products 
containing them, and information regarding concentration thresholds for SCCPs and MCCPs, was 
published (Environment and Climate Change Canada, 2012). Comments received will be considered in 
the development of proposed regulatory instruments. 

64. Asia: Regulatory actions in Asia vary by country, with some countries implementing restrictions 
in line with the Stockholm Convention. For instance: China has been working on measures to control 
and reduce the production and use of SCCPs, including issuing risk assessment reports and 
environmental management actions.  

2.7.4 Analysis and Characterization of Chlorinated Paraffins  

65. Analytical characterization of chlorinated paraffins is essential for determining whether a 
technical CP mixture contains POPs and for assessing compliance with regulatory requirements, 
particularly by establishing the proportions of short-chain chlorinated paraffins (SCCPs) and medium-
chain chlorinated paraffins (MCCPs), as well as the average chlorine content. Because technical CP 
mixtures are highly complex UVCB substances that may contain thousands of congeners and isomers, 
achieving accurate characterization remains analytically challenging. Several complementary analytical 
techniques are therefore used to determine the carbon-chain length distribution and congener group 
composition of CPs, while the overall chlorine content is typically determined by elemental chlorine 
analysis. High-resolution gas chromatography coupled with mass spectrometry (GC-ECNI-HRMS or GC-
qTOF-HRMS) is currently among the most widely used techniques for determining SCCP and MCCP 
congener groups and estimating the average chlorine content through calibration with technical CP 
standards (Gao et al., 2016; Yuan et al., 2017). Some of the analytical techniques commonly used for 
CP characterization are briefly described below. 
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Gas Chromatography (GC): 

66. Gas chromatography with electron capture detector (GC-ECD) is sensitive to chlorinated 
compounds, making it suitable for detecting CPs, but it may not effectively resolve complex mixtures 
of CPs (and electron-capturing analytes) and is entirely dependent on chromatographic resolution. 

Gas Chromatography-Mass Spectrometry (GC-MS): 

67. When gas chromatography is coupled with mass spectrometry, more detailed information can 
be obtained, including mass resolution of chromatographically co-eluting CPs, and thus can more 
effectively identify specific chlorination patterns and chain lengths (Chu and Letcher 2025). GC-MS 
combines chromatographic separation of analytes from the GC with the mass resolution and detection 
by mass spectrometry. The GC-MS can provide detailed information on the molecular weights and 
structural characteristics of CPs, allowing for more extensive (but not complete) identification of 
individual CP congeners within a mixture. However, the complexity of CP mixtures can make complete 
resolution and identification challenging. 

Liquid Chromatography-Mass Spectrometry (LC-MS): 

68. Liquid chromatography (LC) coupled with mass spectrometry is particularly useful for analyzing 
CPs with higher molecular weights and those that are difficult to volatilize for GC analysis. LC-MS can 
analyse CP mixtures, without the need for derivatization, and can provide detailed information on the 
chain length distribution and degree of chlorination. 

Fourier Transform Infrared Spectroscopy (FTIR): 

69. FTIR spectroscopy is used to identify functional groups in molecules based on their infrared 
absorption characteristics. It can provide information on the presence of C-H and C-Cl bonds, indicating 
chlorinated paraffins. Still, it is less effective for detailed compositional analysis or for distinguishing 
between CPs of different chain lengths and chlorination levels. 

Nuclear Magnetic Resonance Spectroscopy (NMR): 

70. NMR spectroscopy can offer detailed structural information about CPs, including insights into 
the carbon chain length and degree of chlorination. 1H-NMR and 13C-NMR are particularly useful for 
elucidating the structure of CPs. However, the technique requires relatively large sample amounts and 
may be less sensitive compared to mass spectrometry-based methods. 

X-ray Fluorescence Spectroscopy (XRF): 

71. XRF can be used to quantify the total chlorine content in CP samples, providing an indication of 
the degree of chlorination. While XRF offers rapid and non-destructive analysis, it does not provide 
detailed information on chain length distribution or specific congener identification. 

72. Analytical strategies for CPs often involve the use of multiple techniques in combination to 
achieve a comprehensive characterization of the sample. The choice of method depends on the 
specific requirements of the analysis, including the type of CPs being analyzed, the complexity of the 
mixture, the desired level of detail, and the available instrumentation. 

73. Currently, the determination of SCCPs and MCCPs is often performed by MS in the Electron 
Capture Negative Ionisation (ECNI) mode. This approach is prone to interferences from other 
chlorinated compounds and medium-chain chlorinated paraffins, leading to errors in the quantification 
of SCCPs and other chlorinated paraffins such as MCCPs.  

74. Alternative approaches for SCCP determination have been developed, for example, carbon 
skeleton gas chromatography (GC-MS) in which chlorinated paraffins are catalytically 
hydrodechlorinated to the corresponding n-alkanes and analyzed. In addition, recent work by Diaz et 
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al. developed a faster and reliable data evaluation tool for the suspect screening of CPs and 
transformation products (Mendo Diaz et al., 2024).   
75. The National Institute for Environmental Studies, Japan, has also developed a new method 
based on LC-MS/MS to screen wastes and consumer products containing CPs (Hidenori Matsukami et 
al., 2021).  

76. One of the main analytical challenges associated with chlorinated paraffins is the large number 
of congeners and the similarity of their chemical structures. In complex technical mixtures, SCCPs, 
MCCPs and other chlorinated paraffins may co-elute during chromatographic analysis, making their 
separation and quantification difficult. As a result, reliable characterization often requires the use of 
advanced analytical methods and the combination of several complementary techniques. Moreover, 
laboratories need stringent blank level management and ideally a plastic-free environment, as MCCPs 
have been found in dust, plastic seals and flexible cable coatings (EURL POPs, n.d.). 

2.7.5 Standards for the analysis of chlorinated paraffins in some matrices 

77. International standards have been developed to harmonize the analysis of chlorinated paraffins 
(CPs) in different matrices; some of them are presented below: 

i. ISO 18219-1: Leather - Determination of chlorinated hydrocarbons in leather - Part 1: 

chromatographic method for short-chain chlorinated paraffins (SCCPs). This document 

specifies a chromatographic method to determine the amount of short-chain 

chlorinated paraffins (SCCPs) C10 to C13 in processed and unprocessed leathers. 

ii. ISO 22818: Textiles - Determination of short-chain chlorinated paraffins (SCCPs) and 

medium-chain chlorinated paraffins (MCCPs) in textile products out of different 

matrices by use of gas chromatography negative ion chemical ionization mass 

spectrometry (GC-NCI-MS). This document specifies a chromatographic method to 

determine the amount of short-chain chlorinated paraffins (SCCPs: C10-C13) and 

middle-chain chlorinated paraffins (MCCPs: C14-C17) in textile articles, especially in 

polymer of the coated fabrics, prints made of polymer and buttons made of polymer 

(e.g. polyvinylchloride) using solvent extraction and gas chromatography negative ion 

chemical ionization mass spectrometry (GC-NCI-MS). 

iii. ISO 12010: Water quality - Determination of short-chain polychlorinated alkanes (SCCP) 

in water - Method using gas chromatography-mass spectrometry (GC-MS) and negative-

ion chemical ionization (NCI). This standard specifies a method for the quantitative 

determination of the sum of short-chain polychlorinated n-alkanes, also known as short-

chain polychlorinated paraffins (SCCPs) in the carbon bond range n-C10 to n-C13 

inclusive, in mixtures with chlorine mass fractions ("contents") between 50 % and 67 %, 

including approximately 6 000 of the estimated 8 000 congeners. This method applies to 

determining the sum of SCCPs in unfiltered surface water, groundwater, drinking water 

and wastewater using gas chromatography-mass spectrometry with electron capture 

negative ionization (GC-ECNI-MS). 

iv. ISO 18635:2016 Water quality — Determination of short-chain polychlorinated alkanes 

(SCCPs) in sediment, sewage sludge and suspended (particulate) matter — Method 

using gas chromatography-mass spectrometry (GC-MS) and electron capture negative 

ionization (ECNI) 

v. IEC 62321-14 ED1: Determination of certain substances in electrotechnical products - 

Part 14: Short-chain chlorinated paraffins (SCCPs) and medium-chain chlorinated 

paraffins (MCCPs) in plastics by gas chromatography-negative chemical ionization-mass 

spectrometry (GC-NCI-MS) 
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78. These international standards provide harmonized analytical approaches for the determination 
of chlorinated paraffins in different matrices and support consistent monitoring, regulatory 
compliance and risk assessment related to the production, use and management of CPs. 

2.7.6 Determination of total chlorine content in CPs 

There is no specific ISO method for "Determination of chlorine content in chlorinated paraffins". The 

industry generally uses standardized methods of total chlorine determination applicable to a wide 

range of matrices, e.g.: 

• ASTM D5808 — Standard Test Method for Determination of Chlorine in Aromatic 

Hydrocarbons and Related Chemicals by Microcoulometry (often adapted to liquid 

chlorinated products). 

• ASTM D808 — determination of organic chlorine by combustion (used on some petroleum 

products). 

• Combustion Ion Chromatography (CIC) according to various ISO/EN standards applicable to 

organohalogenic compounds. 

2.7.7 Worldwide Production of Chlorinated Paraffins 

79. As of the preparation of this guidance, no Party is registered for a specific exemption under the 
Stockholm Convention for the production of SCCPs and MCCPs. The MCCPs have only recently been 
added to the Convention and the situation regarding exemptions may change. 

80. Reliable and up-to-date information on worldwide chlorinated paraffin production is scarce. 
Production volumes are generally not reported systematically and are often considered confidential 
business information. Despite an extensive review of the available literature, few recent and 
comprehensive data sources were identified. Accordingly, the information presented in this section is 
based on the most recent publicly available data and should be regarded as indicative of global 
production trends rather than definitive estimates of current production volumes. 

81. Chlorinated paraffins are produced in various regions worldwide (Figure 3(b)), reflecting their 
widespread use in numerous industrial applications. The production and use patterns can vary due to 
regional regulations, economic factors, and demand in specific sectors such as metalworking fluids, 
plastics, paints, and flame retardants.  

82. The production of CPs can be divided into three time periods:  

(i) 1935–1974: the production volumes were below 35,000 t/year;  

(ii) 1975–2005: the sum of worldwide CP production increased from 60,000 to 350,000 

t/year;  

(iii) 2006–2012: the sum of worldwide CP production increased much more rapidly than 

before and went up to 1,100,000 t/year (Glüge  et al., 2016) .  

83.   The global production capacity has been estimated at approximately 2 million tons per year 
(SETAC, 2021; Guida et al., 2022). Production was located in China, Europe, and North America. It 
peaked at 1.6 million tons per year around 2016 and declined subsequently. The production of 
chlorinated paraffins has shifted geographically over the past two decades in response to regulatory 
developments and changing market demand. By 2020, production had largely ceased in Europe, 
whereas manufacturing continued in several regions, particularly China and North America. SCCPs and 
MCCPs may still occur in commercial CP products, particularly as unintended constituents CP 
formulations.  
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84.  Based on the most recent publicly available estimates, SCCPs, MCCPs and LCCPs accounted for 
approximately 30%, 55% and 15% of global CP production, respectively (Chen et al., 2022). Figure 3 
illustrates the temporal evolution of global annual production of the different CP groups, together with 
trends in their production and use, and the distribution of CP consumption among the major end-use 
applications. 

85. Recent estimates indicate that MCCPs currently represent the largest share of global 
chlorinated paraffins production, reflecting their increasing use as substitutes for SCCPs in many 
industrial applications. 

2.7.8 Products containing SCCPs 

86. SCCPs have been used primarily as extreme pressure additives (i.e., lubricants and coolants) in 
metalworking applications and PVC plastics and other polymer materials. Other uses include paints, 
adhesives and sealants, leather fat liquors, and as flame retardants in rubber, textiles, and polymeric 
materials (UNEP/POPS/POPRC.11/10/Add.2).  

87. SCCPs have also been identified in a variety of products such as microwave dishes, lamps, 
electronic items such as cables, adapters, keyboards, memory media, photo frames, headphones, and 
detergents. Inspection and enforcement activities carried out in Norway, Germany, Austria, and 
Sweden, where SCCPs are banned, have found the continued presence of SCCPs in articles 
(UNEP/POPS/POPRC.12/11/Add.3): 

• In Norway (2015), products were found to contain SCCPs above permitted levels ranging from 
0.16 to 10.7 %1. 

 
1 Submission of Annex F by Norway in 2015 

Figure 3. Estimated historical global production trends of SCCPs, MCCPs and LCCPs, together with their 
production and use patterns and the distribution of major end-use applications (adapted from Chen et 
al., 2022). 
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• In Germany (2015), the City of Hamburg found that 19 of 84 plastic products sampled contained 
SCCPs, including electronics, toys, household articles, tools, swimming gadgets, bicycle pants 
and sports articles2.  

• In Austria (2016), SCCP concentrations exceeding permitted levels in mats, ranging from 0.4% 
to 6.9%, were detected3.  

• The Swedish Chemicals Agency has also carried out tests on 62 articles and found that 16 
contained SCCPs in high concentrations4 In addition, 11 different articles were found to have 
low concentrations of SCCPs. SCCPs were detected in various products such as electrical items, 
toys, childcare articles, exercise gloves, plastic bags, bathroom accessories, sports equipment, 
garden tools and office supplies.  

88. These findings demonstrate that new products placed on the market can continue to be a 
source of SCCPs and contribute to human and environmental exposure. In Europe, it was estimated 
that releases during the service life of products and articles contributed 0.6 – 1.7 t/year to air, 7.4 – 
19.6 t/year to wastewater, 4.7-9.5 t/year to surface water and 8.7-13.9 t/year to industrial soil (BRE 
2008). 

89. Error! Reference source not found. summarizes the full life cycle of SCCPs from production to 
release in the environment. 

2.7.9 Products containing MCCPs 

90. MCCPs were widely used in industrial and consumer products due to their chemical stability, 
flame-retardant properties, and lubricating performance. They are commonly used as additives in 
metalworking fluids, plasticizers in PVC products, flame retardants in rubber and plastics, and additives 
in adhesives, sealants, paints and coatings. In recent years, MCCPs have increasingly been used as 
substitutes for SCCPs in several applications following regulatory restrictions on SCCPs. 

91. MCCPs can be found in a wide range of products, including PVC cables, flooring materials, 
coated textiles, sealants, paints, metalworking fluids, and rubber products. These applications reflect 
their role as secondary plasticizers, flame retardants and extreme pressure additives. 

92. Due to their widespread use in industrial processes and consumer products, MCCPs may be 
released to the environment during production, use, and disposal of products containing them. 
Potential releases may occur to air, wastewater, surface water, soil and sediments, particularly during 
metalworking operations, processing of plastics and disposal of waste containing chlorinated paraffins. 

93. MCCPs are extensively used in industrial applications such as metalworking fluids, where they 
act as extreme pressure additives and lubricants. They are also used as secondary plasticizers in flexible 
PVC, particularly in cables, flooring materials, roofing membranes and synthetic leather. Additional 
applications include their use in rubber formulations, sealants, adhesives, paints and coatings, and in 
some cases in flame-retardant formulations for polymeric materials. 

94. In recent years, MCCPs have increasingly been used as substitutes for SCCPs in several industrial 
applications following regulatory restrictions on SCCPs in many jurisdictions. This substitution trend 
has contributed to the growing global production and use of MCCPs. In many cases, the substitution 
of SCCPs with MCCPs can be seen as an example of a regrettable substitution of one POP by another . 

2.7.10 Life-cycle of chlorinated paraffins 

Understanding the life cycle of chlorinated paraffins (CPs) is important for identifying the stages at 

which releases may occur and where best available techniques (BAT) and best environmental 

 
2 Submission of Annex F by Germany in 2015 
3 Submission of Annex F of Austria in 2016 
4 Submission of Annex F of Sweeden in 2016 
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practices (BEP) can be applied most effectively. Throughout their life cycle—from the production of 

chlorinated paraffins and the manufacture of CP-containing products, through their use, 

maintenance, recycling and final disposal—CPs may be released to air, water and soil. Depending on 

the application, releases may occur during production, product formulation, industrial processing, 

normal use, accidental spills, recycling operations or waste management activities. Consequently, 

minimizing releases requires a life-cycle approach that combines appropriate process controls, 

product stewardship, sound waste management and environmentally sound disposal practices. 

Figure 3 provides a simplified overview of the life cycle of chlorinated paraffins and highlights the 

principal stages at which BAT/BEP measures can be implemented. 

Figure 4: CPs Life cycle diagram 



Guidance on BAT and BEP relevant to the SCCPs and MCCPs listed under the Stockholm Convention 
on POPs 

BAT/BEP Group of Experts, version 06/2026    30 
 

3 Uses of chlorinated paraffins 

95. Chlorinated paraffins (CPs) with different carbon chain lengths and degrees of chlorination 
have different properties and, because of their versatility, they are used in a wide range of 
applications. The main historical applications of SCCPs have been as plasticizers in PVC, in 
metalworking fluids, paints, coatings, sealants, rubber and textiles, as flame retardants, and in 
leather fat liquoring or as water repellents (UNEP/CHW.14/7/Add.2/Rev.1). MCCPs are currently 
used in many of these applications and have increasingly replaced SCCPs in several sectors following 
regulatory restrictions (UNEP/POPS/POPRC.20/10/Add.2; UNEP/POPS/POPRC.19/9/Add.1; and 
UNEP/POPS/POPRC.18/11/Add.3).  

96. In this chapter, most important uses of SCCPs and related applications of MCCPs are presented 
along with some alternative substances that could be used instead. This is to help countries, industries 
and users to make better choices than SCCPs and MCCPs, noting that it is their responsibility to assess 
the impacts of these alternatives, as this document does not endorse the use of any of these 
substances. It should be noted that alternatives identified for SCCPs may not necessarily be suitable 
substitutes for MCCPs in all applications, as the two groups of substances may serve different technical 
functions depending on the formulation and industrial process. When transitioning to alternatives to 
SCCPs and MCCPs, it is important to carefully assess the alternatives to avoid regrettable substitution 
and to pursue safer alternatives. 

3.1 Use of CPs in Metalworking  

97. Despite their listing by the Stockholm Convention, SCCPs are used in metalworking for several 
key purposes, leveraging their properties to enhance the performance and longevity of metal 
components and tools. SCCPs are valuable in metalworking for their multifunctional properties that 
enhance lubrication, cooling, corrosion protection, and metal forming. These benefits contribute to 
more efficient manufacturing processes, higher quality metal components, and extended tool life.  

98. MCCPs were also widely used before their listing by the Stockholm Convention in metalworking 
fluids, particularly as extreme pressure additives and lubricants. In many jurisdictions, MCCPs have 
progressively replaced SCCPs in these applications due to regulatory restrictions on SCCPs, which is a 
typical example of a regrettable substitution as MCCPs have been also listed.  

3.1.1 Lubrication in Metalworking  

99. One of the primary uses of SCCPs in metalworking is as a lubricant. Due to their chlorine 
content, SCCPs are highly effective in reducing friction between metal surfaces. This lubrication is 
crucial during processes such as machining, drilling, and stamping, where metal parts move against 
each other or cutting tools. The lubricating properties of SCCPs help in extending the life of cutting 
tools by reducing wear and tear, and they also improve the finish of the machined parts by minimizing 
scratches and other surface imperfections. MCCPs can provide similar lubrication and extreme-
pressure performance and are increasingly used in metalworking fluids as substitutes for SCCPs. 

3.1.2 Cooling in Metalworking Processes 

100. In addition to lubrication, SCCPs also serve as coolants in metalworking processes. The heat 
generated from metal-on-metal contact can lead to deformation of the parts being machined and can 
degrade the cutting tools. SCCPs help in dissipating this heat, maintaining the temperature at a level 
that is safe for both the machinery and the workpiece. This cooling effect further contributes to the 
precision of the machining process and the quality of the finished product. MCCPs may also be used in 
metalworking formulations providing similar cooling and lubrication performance. 
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3.1.3 Corrosion Protection in Welding 

101. SCCPs have excellent corrosion-inhibiting properties, which is another reason for their use in 
metalworking. They form a protective layer on the surface of metals, shielding them from the corrosive 
effects of moisture, oxygen, and other environmental factors. This protective layer helps prevent rust 
and other forms of corrosion, thereby prolonging the life of metal parts and tools.  

102. In metalworking, SCCP prevents stress corrosion cracking (SCC) in welded joints. Failure often 
occurs due to void formation and residual stresses, especially when exposed to corrosive 
environments. This is particularly important in industries where metal components are exposed to 
harsh conditions and must maintain their integrity over long periods, like supercritical water-cooled 
nuclear Reactors (SCWR), which work in temperatures over 600°C and 25 Atm.  

3.1.4 Metal Forming 

103. In metal forming processes such as extrusion, rolling, and forging, SCCPs facilitate the shaping 
of metal workpieces. They provide a lubricating film that reduces the force required to shape the 
metal, improving process efficiency and preventing sticking or seizing of parts. This not only helps 
achieve the desired shape and dimensions more easily but also ensures a better surface finish on the 
final product. MCCPs are also used in metal forming fluids and may provide similar extreme-pressure 
lubrication properties. 

3.1.5 Deburring  

104. The removal of burrs (sharp, unwanted pieces of metal) from machined parts is an essential 
finishing process in metalworking. SCCPs are used in deburring to lubricate the parts and the tools used 
for burr removal. This lubrication helps achieve a smoother finish and prevents damage to the delicate 
surfaces of the machined parts. In modern formulations, MCCPs may also be present in deburring fluids 
providing similar lubrication properties. 

3.1.6 Drawbacks of SCCPs and MCCPs in metalworking 

105. While SCCPs and MCCPs offer several advantages in metalworking, their use also comes with 
notable drawbacks, primarily related to the properties which classify them as POPs, but also direct 
health hazards for metalworkers, and pose difficulty in eliminating waste containing them. 

106. Workers in facilities that use SCCPs and MCCPs in metalworking processes might be exposed to 
these chemicals through inhalation, especially SCCPs, or skin contact, posing occupational health risks: 

i. Direct skin contact may irritate, leading to discomfort and potentially more severe 

dermatological conditions with prolonged exposure. Eye contact may potentially 

damage irreversibly the eyes.  

ii. Inhalation of fumes or mists containing SCCPs during metalworking processes can lead 

to respiratory issues, including irritation of the respiratory tract, difficulty breathing, and 

potentially long-term lung problems. 

iii. There is also evidence to suggest that some CPs, including SCCPs and MCCPs may have 

carcinogenic effects and can interfere with hormonal functions, potentially leading to 

reproductive issues, endocrine disruption, and other systemic health effects. 

107. Materials contaminated with SCCPs and/or MCCPs, such as cutting fluids or metal shavings, 
require careful handling to avoid environmental contamination. This can increase the complexity and 
cost of waste management processes for companies involved in metalworking as these wastes are to 
be eliminated according to the guidelines of the Basel Convention. 

108. The regulatory restrictions on SCCPs and MCCPs may lead to increased costs for industries that 
rely on these chemicals. Companies might need to invest in research and development to find suitable, 
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environmentally friendly alternatives or face increased costs associated with compliance. Additionally, 
the potential health risks associated with SCCPs and MCCPs exposure can lead to higher insurance 
premiums and business liabilities. 

109. Another drawback is waste management. Used metalworking fluids, oily sludges, and 
contaminated metalworking waste can complicate disposal and treatment because chlorinated 
paraffins may remain in waste streams and require careful management to avoid environmental 
release. 

3.1.7 Alternatives to chlorinated paraffins in metalworking 

110. The use of alternatives to SCCPs and MCCPs in metalworking has become increasingly important 
due to their environmental and health impacts and the regulatory restrictions applied to these 
substances. It is estimated that metalworking fluids usage accounts for 15%-20% of the overall costs 
of machining processes (Society of Tribologists and Lubrication Engineers, 2025). Alternatives are 
required across various applications, including lubricants, coolants and anti-corrosion treatments, with 
the objective of providing similar technical performance without the associated drawbacks. Some of 
the alternatives presented below may also be suitable substitutes for other chlorinated paraffins, 
including MCCPs, depending on the formulation and specific industrial application. 

Lubricants and Coolants in metalworking 

111. The use of lubricants and coolants can be minimized by Minimum Quantity Lubrication (MQL). 
Instead of flooding the process with fluid, Minimum Quantity Lubrication uses a precise, minimal 
amount of lubricant. This reduces the overall volume of chemicals needed, making the choice of 
additive more environmentally sustainable (Khan et al, 2022). Alternatives to SCCPs and MCCPs as 
coolants and lubricants exist, and several of them are increasingly used in metalworking applications. 
Some of these alternatives may also replace other chlorinated paraffins, including MCCPs, depending 
on the formulation and the specific industrial process. Examples include: 

i. Vegetable-Based Oils: Natural vegetable-based oils are increasingly popular as lubricants 

and coolants due to their biodegradability and lower toxicity. Modifications and additives 

can enhance their performance, making them suitable for a wide range of metalworking 

processes. 

ii. Polyalphaolefins (PAOs): Synthetic hydrocarbons like PAOs offer thermal stability and 

lubrication properties, making them suitable alternatives to SCCPs in applications 

requiring high-performance lubricants. J. Carpenter (1995), in a study published in the 

Journal of Synthetic Lubrication, discussed the biodegradability and toxicity of 

polyalphaolefin base and concluded that they have low eco-toxicity, with minimal impact 

on aquatic life compared to many other types of oils and lubricants. PAOs are generally 

considered to have low acute toxicity to humans. They are less likely to cause skin 

irritation or sensitization compared to many other types of oils and lubricants, including 

some mineral oils and chlorinated paraffins. Their low volatility also reduces the risk of 

inhalation exposure during use. Moreover, their lower eco-toxicity makes them a 

preferable option in applications where potential leaks or spills could affect water 

bodies. However, like with any chemical substances, appropriate handling measures and 

personal protective equipment (PPE) are recommended to minimize exposure risks in 

occupational settings.  

iii. Ester-Based Lubricants: Synthetic esters, derived from organic acids and alcohols, 

provide good lubricity and biodegradability and are less toxic than SCCPs. They are used 

in various metalworking fluids for their excellent lubricating properties.  

iv. Water-Based Fluids: Water-based or water-soluble metalworking fluids, which can be 

supplemented with corrosion inhibitors and extreme pressure additives, provide an 
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alternative that significantly reduces health and environmental risks associated with oil-

based products. 

Anti-Corrosion Treatments 

112. Some alternatives to SCCPs and MCCPs as anti-corrosion agents include: 

i. Phosphate Esters: Phosphate esters are used as fire-resistant hydraulic fluids and as 

additives in other metalworking fluids offering good anti-wear and anti-corrosion 

properties. 

ii. Inorganic Corrosion Inhibitors: Compounds like sodium nitrite, molybdates, and borates 

can be used in cooling systems and metalworking fluids to provide corrosion protection 

without the environmental persistence of SCCPs. 

iii. Ceramic Coatings: Instead of using fluids to inhibit corrosion, ceramic coatings can 

provide excellent corrosion resistance and surface hardness, reducing the need for 

chemical corrosion inhibitors in certain applications. 

iv. Barrier Coatings: Non-toxic barrier coatings made from polymers or natural wax-based 

products can prevent metal corrosion by physically isolating the metal surface from 

corrosive agents. 

Metal forming  

113. Alternatives to SCCPs in metal forming should provide similar benefits—such as lubrication, 
cooling and reduced tool wear—while reducing the environmental and health risks associated with 
these substances. Some of these alternatives may also replace MCCPs depending on the formulation 
and the specific metalworking application: 

i. Polyalkylene Glycols (PAGs): PAGs are synthetic lubricants known for their excellent 

lubrication properties and stability across a wide range of temperatures. Their advantages 

include water-solubility, which can aid in cleaning and reducing residues on metal parts, 

low toxicity, and a good environmental profile. They are suitable for various metalworking 

applications, including metal forming. 

ii. Amine Phosphates: oil-soluble amine phosphate might match or exceed the performance 

Chlorinated paraffins (Desilubeinc, 2026). Considerations for Selection of Alternatives to 

Chlorinated Paraffins in Metalworking  

114. Transitioning to alternatives to chlorinated paraffins requires careful evaluation of their 
performance in specific applications. Pilot testing and consultation with lubricant suppliers can help 
identify the most suitable option for a given metalworking process. Where possible, avoid replacing 
SCCPs/MCCPs with LCCPs or other chlorinated or fluorinated substitutes to ensure environmentally 
sustainable production (see 3.1).  

115. The following criteria may be considered when selecting substances as alternatives to 
chlorinated paraffins in metalworking: 

i. Compatibility with Metals: the chosen alternative should not cause corrosion or staining 

of workpieces. 

ii. To be viable in demanding metalworking applications, alternatives should match or 

exceed the performance provided by chlorinated paraffins regarding lubrication, cooling, 

and corrosion protection. 

iii. Process Requirements: the lubricant must meet the specific needs of the metalworking 

process, whether it requires high pressure, temperature, or specific surface finish 

qualities. 
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iv. Environmental and health Impact: ideally, alternatives should have a lower impact on 

workers' health and the environment, including considerations for biodegradability and 

toxicity. Lower volatility and reduced skin, and respiratory irritation (avoiding 

toxicological risks to workers is paramount). 

v. Regulatory compliance: it is essential to ensure that the alternative lubricants comply 

with local and international regulations to avoid potential legal and financial 

implications. 

vi. Cost-effectiveness: while some alternatives may be more expensive than SCCPs or 

MCCPs, their use can be justified by improved worker safety, environmental compliance, 

and potential savings from regulatory compliance. 

3.2 Use of Chlorinated Paraffins in PVC 

3.2.1 Purpose 

116. SCCPs have been used as secondary plasticizers in PVC due to their ability to impart flexibility, 
flame retardancy and chemical stability to the final products. Following regulatory restrictions on 
SCCPs, MCCPs have increasingly been used in similar applications in PVC formulations. 

117. Chlorinated Paraffins enhance the properties of PVC products, such as vinyl flooring and 
synthetic leather, by improving flexibility. This is critical for the performance and durability of these 
products, particularly relevant in applications requiring high elasticity and resilience against physical 
stress.  

3.2.2 Alternative substances  

118. A number of alternatives to chlorinated paraffins used as plasticizers in PVC exist, offering 
similar functionalities while mitigating environmental and health concerns associated with SCCPs and 
MCCPs: 

i. Phthalate esters, adipate esters, and citrate esters: recognized as potential alternatives, 

these esters can serve similar plasticizing functions in PVC (Guida et al., 2022). 

ii. Plasticizer composition containing epoxidized fatty acid monoester and epoxy ester: 

demonstrated to reduce the extraction of halogenated polymers and exhibit less volatility, 

offering an alternative plasticizing option (Peter Frenkel et al., 2012). 

iii. Bio-based and phthalate-free plasticizers: these alternatives are derived from renewable 

resources or non-chlorinated paraffins, designed to replace SCCPs and MCCPs in PVC 

applications (Hogue, 2013). 

iv. Di(2-ethylhexyl) terephthalate (DEHT) and dibutyl phthalate (DBP): mentioned as 

compatible and performance-enhancing in PVC, indicating the viability of these 

plasticizing options (Kobetičová et al., 2018). 

3.3 Chlorinated Paraffins as Flame Retardants  

3.3.1 Purpose 

119. Chlorinated paraffins, including SCCPs and MCCPs, have been used as flame retardants due to 
their ability to enhance the fire-resistant properties of various materials. The mechanism behind their 
flame-retardant action is primarily physical and chemical in nature. When materials treated with 
chlorinated paraffins are exposed to high temperatures or flames, the chlorine present in these 
substances releases hydrogen chloride (HCl) gas. This release of HCl helps to quench the flame by 
inhibiting the radical chain reaction that sustains combustion. In addition, chlorinated paraffins can 
promote the formation of a char layer on the material's surface when exposed to fire. This char layer 
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acts as a barrier, reducing heat transfer to the underlying material and slowing down the material's 
contribution to the fire. 

3.3.2 Alternatives to Chlorinated Paraffins used as Flame Retardants 

120. Some alternatives to chlorinated paraffins used as flame retardants exist: 

i. Aluminum hydroxide (aluminum trihydrate, ATH): a widely used flame retardant that 

releases water when heated, helping to cool the material and reduce the temperature 

below the combustion point. ATH is non-toxic and does not produce hazardous 

decomposition products primarily water and aluminum oxide. 

ii. Magnesium hydroxide: works similarly to ATH by releasing water when heated, thus 

cooling the material and acting as a flame retardant. Magnesium hydroxide also offers 

the advantage of higher thermal stability compared to ATH. 

iii. Phosphorus-based flame retardants: these include red phosphorus, ammonium 

polyphosphate, and organophosphorus compounds. They act mainly by promoting 

char formation and inhibiting the combustion process.  

iv. Inorganic flame retardants: materials like zinc borate and expandable graphite are 

used as flame retardants in various applications. They can act by promoting char 

formation, diluting flammable gases, and absorbing heat. 

v. Intumescent coatings: these coatings expand when exposed to heat, forming an 

insulating char layer that protects the material underneath from fire. Intumescent 

systems often contain a combination of acid, carbon, and blowing agents. 

vi. Bio-based flame retardants research is ongoing with the aim of creating bio-based 

flame retardants derived from natural or renewable sources. These include flame 

retardants based on lignin, DNA, and other natural polymers, which offer the potential 

for lower toxicity and environmental impact. 

vii. Other alternatives for flame retardants have been extensively documented in other 

documents: Guidance on PBDEs and DP’s BAT and BEP, and all PBDEs, DP, SCCPs risk 

management evaluations. 

121. When selecting an alternative flame retardant, it is important to consider the specific 
requirements of the application, including thermal stability, mechanical properties, and compatibility 
with the host material, in addition to the ecological and health impacts, while avoiding regrettable 
substitution. 

3.4 Chlorinated Paraffins in Paints, Adhesives, and Sealants Used in Manufactured 

Products  

122. Open applications of chlorinated paraffins include their incorporation in paints, adhesives, and 
sealants used in manufactured products. These applications have historically involved SCCPs, while 
MCCPs have increasingly been used in similar applications following regulatory restrictions on SCCPs.  

3.5 Chlorinated Paraffins in Textile Finishing 

3.5.1  Purpose 

123. Chlorinated paraffins, including SCCPs and MCCPs, have been used in some textile applications 
primarily for their flame-retardant and plasticizing properties. These substances may be added to 
textiles to enhance fire resistance, reduce flammability, and improve the durability and flexibility of 
materials. Their application in this sector includes clothing, drapery, and furniture coverings, especially 
those that could be exposed to open flames or high heat sources. Another reason for using these 
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substances is their relatively low cost compared to some alternative chemicals that offer similar 
properties. However, due to environmental and health concerns associated with SCCPs and MCCPs, 
there is a growing interest in finding safer alternatives. 

3.5.2 Alternatives for the Textile Sector 

124. Due to the importance of this sector in today’s economy, the textile and chemical industries 
have developed a number of alternatives to Chlorinated Paraffins as flame retardants, including the 
following:  

i. Phosphorus-based flame retardants: these compounds offer good flame retardancy. 

They can be used in various textile applications. 

ii. Inorganic flame retardants: compounds like aluminum hydroxide and magnesium 

hydroxide act as flame retardants by releasing water when heated, which helps to cool 

the material and reduce flammability.  

iii. Halogen-free flame retardants: these include a variety of chemicals, such as expandable 

graphite and certain nitrogen-based compounds, which may be less harmful than 

chlorinated and brominated flame retardants. 

iv. Intumescent coatings: These coatings expand when heat exposure, forming a protective 

char layer that insulates the underlying material from fire. Intumescent systems are 

increasingly used in textiles for their effective flame-retardant properties. 

v. Bio-based flame retardants: research is ongoing into natural and bio-based compounds 

that offer flame retardancy. These include DNA, lignin, and certain plant-derived 

compounds that can impart flame-retardant properties to textiles in a potentially 

environmentally friendly manner. 

vi. Boron compounds: Borates and other boron-based compounds are used for their flame-

retardant properties. They are effective and are used in various applications, including 

textiles. 

3.6 Chlorinated Paraffins in Leather Finishing 

3.6.1 Purpose 

125. Fat liquoring is a critical step in leather processing that introduces oils, fats or other substances 
to enhance the leather's softness, flexibility and water resistance. The use of chlorinated paraffins, 
including SCCPs, in fat liquoring appears to be limited according to available information from 
manufacturers, and products or mixtures containing these substances are not widely documented. 
Developing analytical methods and standards to detect chlorinated paraffins in leather may help bring 
greater transparency to this sector.  

3.6.2 Alternatives to Chlorinated Paraffins in Leather Manufacturing 

126. Many manufacturers have shifted towards the use of more environmentally preferable 
alternatives. For example, sulfated fat liquor from sheep-limed fleshing waste show comparable 
quality to commercial fish oil-based fat liquors, suggesting the importance of choosing effective fat 
liquoring agents for desired leather qualities (A.I Nasr et al. 2020). In addition to these natural products, 
other chemical substances may be used as for example: 

i. Polymeric fat liquors: these are modern alternatives based on polymers that can impart 

excellent softness and fullness to the leather. Polymeric fat liquors can often provide 

superior performance regarding the leather's physical properties. 

ii. Esterquats: they are used as cationic surfactants in fat-liquoring formulations and 

represent another innovative approach. They can contribute to the softening process 
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while being more biodegradable than traditional materials containing SCCPs and/or 

MCCPs.  

iii. Amidated and phosphorylated vegetable oils: these chemically modified vegetable oils 

offer an efficient fat-liquoring alternative, improving leather properties such as softness, 

lightness, and waterproofing. 

3.7 Chlorinated Paraffins in Adhesives 

3.7.1 Purpose 

127. Chlorinated paraffins, including SCCPs and MCCPs, have been used in adhesive formulations 
primarily as plasticizers and secondary flame retardants. These substances can enhance flexibility, 
durability and flame-retardant properties, making adhesive formulations more effective for various 
applications, including in the automotive, construction and textile industries. However, due to 
environmental and health concerns related to the persistence, bioaccumulation and potential toxic 
effects of these substances, there is a growing demand for safer and more sustainable alternatives. 

3.7.2 Alternatives to Chlorinated Paraffins in adhesives 

128. Alternatives to chlorinated paraffins used in adhesive include the following substances: 

i. Phthalate-free plasticizers: alternatives like dioctyl terephthalate (DOTP), dioctyl 

succinate (DOS), and bio-based plasticizers offer similar plasticizing effects as SCCPs. 

These are becoming increasingly popular in the adhesive industry. 

ii. Phosphorus-based flame retardants: phosphorus-based compounds, including red 

phosphorus, ammonium polyphosphate, and phosphonates, are effective flame-

retardants that can be used in adhesives. 

iii. Boron compounds: borates and other boron-based compounds have been used for their 

flame-retardant properties and represent an alternative to SCCPs in adhesives. 

3.8 Chlorinated Paraffins in Waterproofing and Fire-Retardant Paints 

3.8.1 Purpose 

129. Chlorinated paraffins, including SCCPs and MCCPs, have been used in the production of 
waterproof paints for several reasons, including their role as secondary plasticizers and flame 
retardants and their contribution to improving the durability of paint coatings. These substances help 
improve the flexibility of paint films, making them less brittle and more resistant to cracking or 
chipping. By contributing flame-retardant properties to paints, chlorinated paraffins can reduce the 
flammability of coated surfaces, which may be important in certain industrial and residential 
applications. 

130. However, due to the environmental and health risks associated with SCCPs, there is a growing 
interest in identifying safer and more sustainable alternatives for use in paint formulations. 

3.8.2 Alternatives to Chlorinated Paraffins in Paints 

131. Some alternatives to SCCPs are presented below: 

i. Water-based formulations: Increasingly, paint formulations are moving towards water-

based systems, which reduce the need for plasticizers and flame retardants. 

ii. Bio-based and renewable plasticizers: research into sustainable alternatives has led to the 

development of plasticizers derived from vegetable oils (e.g., epoxidized soybean oil) and 

other renewable resources.  
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iii. Phthalate-free plasticizers: alternatives such as dioctyl terephthalate (DOTP) and acetyl 

tributyl citrate (ATBC) have been developed to provide the necessary plasticizing effects. 

132.  The guidance on alternatives to short-chain chlorinated paraffins (UNEP, 2021) contains an 
extensive list of SCCPs alternatives for different uses. This document also includes information on 
Environmental and health properties, regulatory status, Load in% w/w, Price, Economic feasibility, 
availability and accessibility, and references.  

3.8.3 Commercially available alternatives  

133. Examples of commercial alternatives available on the market include phosphate ester additives 
used in metalworking fluids (e.g. LanPhos PE74), phosphorus-based flame retardant used in PVC (e.g. 
PhosGard®), flame retardants in textiles or paints (e.g. TF-212) and commercially available ammonium 
polyphosphate (APP) or melamine polyphosphate (MPP) formulations used in coatings and plastics. 
These examples are illustrative only and do not imply endorsement. 

134. Overall, the information reviewed indicates that technically feasible alternatives to SCCPs and 
MCCPs are available for the main applications addressed in this guidance. While the choice of a specific 
alternative depends on the technical requirements of each use, the continued use of chlorinated 
paraffins is not generally indispensable. The priority is therefore to identify and adopt alternatives that 
provide the required performance while reducing environmental and health risks and avoiding 
regrettable substitution. 

4 Best Available Techniques (BAT) and Best Environmental Practices 
(BEP)  

4.1 General BAT and BEP in chemical Manufacturing of Chlorinated Paraffins 

135. General measures for manufacturers producing or using chlorinated paraffins (including SCCPs 
and MCCPs) or related substances are summarized in Table 5. 

Table 4. Summary of BAT and BEP applicable to manufacture using chemicals 

Process steps BAT BEP 

General 
measures for 
manufacturers 
using CPs or 
related 
substances 

• Regular inspection and maintenance 
of plant and equipment  

• Monitoring of emissions/releases  

• Substitution of harmful/hazardous 
substances 

• Limiting the number of emission 
points 

• Implementation and 
adherence to an 
internationally accepted 
Environmental Management 
Systems, such as ISO 14001 
or equivalent (including 
environmental policy, 
operational procedures, 
monitoring of emissions and 
wastes, preventive 
maintenance, personnel 
training, emergency 
preparedness, 
documentation, internal 
audits and continual 
improvement). 
 

• Establishment, maintenance 
and regular review of an 
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inventory of channeled and 
diffuse emissions to air  

 

• Establishment of Other than 
normal operating conditions 
(OTNOC) management plan 
for emissions to air (in order 
to reduce the frequency of 
the occurrence of OTNOC and 
to reduce emissions to air 
during OTNOC). 

Measures for the 
reduction of 
channeled 
emissions 

• Use of the following techniques to 
reduce channeled emission to air of 
organic compounds: adsorption, 
absorption, catalytic oxidation 
condensation, thermal oxidation 

• Use of the following techniques to 
reduce channeled emissions to air 
using optimized catalytic or thermal 
oxidation, rapid waste-gas cooling, 
adsorption using activated carbon 

• The use of an absolute filter, 
absorption, fabric filter, and/or high-
efficiency air filter to reduce 
channeled emissions to air of dust 
and particulate-bound metals 

 

Measures  
for the  
reduction of 
diffuse 
emissions 

• Limiting the number of emission 
sources (e.g. minimizing pipe lengths, 
reducing the number of pipe 
connectors and valves, using welded 
fittings and connections, using 
compressed air or gravity for material 
transfer) 

• Collection of diffuse emissions and 
treating off-gases 

• Facilitating access to potentially leaky 
equipment (installing platforms, using 
drones for monitoring) 

• Use of high-integrity equipment: 
valves with bellow or double packing 
seals or equally efficient equipment, 
magnetically driven or canned 
pumps/ compressors/ agitators, or 
pumps/ compressors/ agitators using 
double seals and liquid barrier, 
certified high-quality gaskets, 
corrosion-resistant equipment 

• Establishing and 
implementing a leak 
detection and repair (LDAR) 
program for fugitive 
emissions and reviewing and 
updating the program 

• Establishing and 
implementing a detection 
and reduction program for 
non-fugitive emissions and 
reviewing and updating this 
program 

• Estimation of diffuse and 
fugitive emissions to air using 
a combination of different 
techniques (such as emission 
factors, mass balance, 
thermodynamic models) 

• Review and update of 
operating conditions (e.g. 
frequency and duration of 
reactor opening, preventing 
corrosion) 
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Measures 
referring to 
emissions from 
storage 

• Using advanced instrumentation and 
control systems to achieve precise 
level control in the tank  

• Minimization of level fluctuations 

• Gas balance lines 

• Floating roofs (large tanks only) 
Installed condensers 

• Vent recovery to treatment 

 

Measures 
referring to 
water emissions 

Use of an integrated wastewater 
management and treatment strategy 
that includes a combination of the 
following techniques: process-
integrated techniques, recovery of 
pollutants at the source, wastewater 
pre-treatment, final wastewater 
treatment 

• Establishment and 
maintenance of an inventory 
of wastewater and waste gas 
streams as part of the 
environmental management 
system 

• Monitoring of emissions to 
water using European (E), 
national standards (D, BS, NS 
etc.) or international 
standards (ISO), with a 
minimum frequency 

4.2 Measures to Protect the Health of Workers 

136. Workers handling chlorinated paraffins should receive appropriate training on the safe 
handling, storage and disposal of these substances, including the correct use of personal protective 
equipment and emergency procedures. 

137. It is important to apply specific protective measures to safeguard workers' health in countries 
that still use SCCPs or MCCPS or substances that potentially contain them, such as mixtures of CPs. 
Employers in industries using these chemicals and mixtures should take protective measures to reduce 
health risks.  

138. When working with chlorinated paraffins in industrial processes such as metalworking, it is 
crucial to implement precautions to mitigate potential health and environmental risks. Chlorinated 
paraffins, particularly SCCPs and MCCPs, have been associated with environmental and health 
concerns due to their persistence, potential for bioaccumulation and possible toxic effects. Key 
precautions to consider are presented in the following sections. 

139. General worker protection measures can be found in OSHA (n.d.) and OSHA (n.d.). 

4.2.1 Use of Personal Protective Equipment (PPE) 

140. When storing, handling, dosing, dispensing, and transporting SCCPs and MCCPs, caution should 
be used, necessary protective measures implemented and proper personal protective equipment (PPE) 
worn. PPE is the last resort, and all other protection measures (cf. below) must be explored before 
usage of PPE is necessary. 

141. Skin protection: Wear chemical-resistant protective gloves to prevent skin contact with 
chlorinated paraffins (including SCCPs and MCCPs). Long-sleeved clothing and aprons can protect 
against splashes. 

142. Eye protection: Use safety goggles to guard against splashes and vapors that could irritate or 
damage the eyes.  

143. Respiratory protection: In areas with poor ventilation or where aerosols, mists, or vapors of 
chlorinated paraffins, wear appropriate respiratory protection, such as masks or respirators. 
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The precautionary statements in the Safety Data Sheets (SDS) should be followed by users. The 

reader may refer to the document of the GESTIS Substance Database for additional and more precise 

instructions. 

4.2.2 Work conditions 

144. An adequate working environment is essential. The following measures should be taken to 
minimize risks from chlorinated paraffins5:  

i. Hierarchy of the STOP principle (Substitution, Technical protective measures, 

Organisational protective measures and as a last resort Personal protective measures). The 

employer must observe this order of priority when determining and applying protective 

measures.  

ii. Example for a technical protective measure: Ensure adequate ventilation: work in well-

ventilated areas to minimize inhalation exposure to fumes or vapors from CPs. Use local 

exhaust ventilation (LEV) systems at points of emission to capture contaminants. 

iii. Handle and safely store all chlorinated paraffin substances. Containers of CPs (bottles, 

flasks, dishes, barrels…) should be clearly labeled and tightly sealed in a cool, well-ventilated 

area away from direct sunlight and incompatible substances. 

iv. Avoid eating, drinking, or smoking in areas where chlorinated paraffins are handled to 

prevent ingestion. 

4.2.3 Contingency plan  

145. The development of a contingency plan is essential to protect workers during an emergency: 

i. Develop and implement a spill response plan.  

ii. Equip the workplace with spill cleanup materials.  

iii. Ensure that all employees are trained in spill response procedures. 

iv. Spill containment measures and secondary containment systems to prevent 

environmental contamination in case of leaks or spills exist in the workshop where SCCPs 

might be present to avoid any contamination of the environment and wastewater 

sewage. 

4.2.4 Monitoring and Health Surveillance 

146. In places where chlorinated paraffins are used in significant quantities, it is important to 
conduct regular monitoring of airborne concentrations or, where this is not possible, to regularly 
sample and analyze workplace air to ensure compliance with occupational exposure limits. 

147. In addition, it is important to implement health surveillance programs for workers regularly 
exposed to chlorinated paraffins to detect any adverse health effects early. 

4.3 Waste Management  

4.3.1 General considerations 

148. The environmentally sound management of chlorinated paraffin (CP)-containing wastes is a 
critical component of strategies to prevent ongoing releases to the environment. Throughout their life 
cycle, products and materials containing CPs eventually become wastes that, if improperly collected, 
stored, treated or disposed of, may constitute a significant secondary source of emissions to air, soil 
and water. Consequently, ensuring the availability of appropriate waste management practices and 

 
5 Useful documents could be found in https://osha.europa.eu/en/themes/dangerous-substances and 
https://www.osha.gov/safety-management/hazard-prevention  

https://gestis-database.dguv.de/data?name=492006
https://osha.europa.eu/en/themes/dangerous-substances
https://www.osha.gov/safety-management/hazard-prevention
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treatment facilities is essential to minimize these releases. Where such facilities are not available, 
particularly in developing countries, environmentally sound alternative solutions should be 
considered. Subject to national legislation and the provisions of the Basel Convention and other 
relevant international agreements, this may include the transboundary movement of CP-containing 
hazardous wastes to countries with appropriate treatment and disposal facilities. 

149. Recent global atmospheric monitoring has provided further evidence that inadequate waste 
management is an important source of chlorinated paraffin (CP) emissions. The first global assessment 
of SCCPs, MCCPs and LCCPs in ambient air (Saini et al. 2026), conducted through the Global 
Atmospheric Passive Sampling (GAPS) and GAPS-Megacities networks, showed exceptionally high 
concentrations in cities where large quantities of mixed municipal, plastic and electronic wastes are 
handled under poor environmental conditions. In particular, the highest atmospheric concentrations 
were measured in Lagos (Nigeria), where one of the world's largest dumpsites receives large volumes 
of unsorted waste. The study identifies uncontrolled waste management practices, especially open 
dumping and open burning of waste, as likely contributors to the release of CPs into the atmosphere. 

150. These findings reinforce the importance of implementing BAT and BEP throughout the waste 
management chain for CP-containing materials. Waste containing SCCPs, MCCPs or LCCPs should be 
identified and managed in a manner that minimizes environmental releases, including source 
separation where feasible, prevention of uncontrolled burning, environmentally sound collection and 
storage, and treatment or disposal in facilities capable of controlling emissions. Such measures not 
only reduce direct atmospheric emissions but also limit the potential for long-range environmental 
transport of CPs and subsequent human and environmental exposure 

4.3.2 Waste elimination 

151. According to the Basel Convention Technical Guidelines on the Environmentally Sound 
Management (ESM) of Waste consisting of, containing, or contaminated with short-chain chlorinated 
paraffins (UNEP, 2019), waste with a content of SCCPs at or above the defined low POP content levels 
[100 mg/kg] [1500 mg/kg][10,000 mg/kg]6 should be disposed of in such a way that the POP content 
is destroyed or irreversibly transformed. At present, the low POP content thresholds defined in the 
Basel Convention technical guidelines apply to waste containing SCCPs. Specific thresholds for MCCPs 
have not yet been established. In practice, waste streams may contain mixtures of chlorinated 
paraffins, and Parties should apply precaution and follow the principles of environmentally sound 
management when handling waste containing MCCPs. 

152. Pre-treatment may be required to ensure the proper and safe operation of disposal 
technologies. Pre-treatment operations should only be carried out if the POPs separated from the 
waste during pre-treatment are subsequently managed and disposed of in an environmentally sound 
manner.  

153. Appropriate pre-treatment methods are described in the Basel Convention general technical 
guidelines on POPs waste and may include mechanical separation size reduction, dewatering, 
absorption or adsorption, thermal desorption, oil-water separation, solvent washing, pH adjustment, 
etc. 

154. The destruction and irreversible transformation methods to be used are fully described in the 
Basel Convention general technical guidelines on POPs waste, as well as the commercially available 
operations for the environmentally sound destruction and the irreversible transformation of the POP 
content in waste. The methods applicable to waste containing SCCPs are described extensively in the 
cited guidelines and include the following processes. Similar approaches may also be applied to waste 
containing other chlorinated paraffins, including MCCPs, particularly when present in mixtures with 
SCCPs: 

 
6 As of July 2026 there is no consensus concerning this value among experts. 
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i. Advanced solid waste incineration (ASWI), 

ii. Cement kilns co-incineration, 

iii. Gas-phase chemical reduction (GPCR), 

iv. Supercritical water oxidation (SCWO) and subcritical water oxidation, 

v. Hazardous waste incineration: As per the Basel COP16 adopted General TG, hazardous 

waste incineration is also identified for waste containing SCCPs. 

 metals 

155. In practice, the destruction technologies commonly used for POP-containing waste, such as 
high-temperature hazardous waste incineration, co-processing in cement kilns, gas-phase chemical 
reduction and supercritical water oxidation, are designed to achieve complete destruction of organic 
compounds under controlled conditions. The effectiveness of these processes depends mainly on 
operating parameters such as temperature, residence time and oxygen availability rather than on the 
specific carbon chain length of chlorinated paraffins. Consequently, similar destruction approaches are 
generally applicable to waste containing other chlorinated paraffins, including MCCPs, particularly 
when these substances occur in mixtures with SCCPs. 

156. Where neither destruction nor irreversible transformation represents the environmentally 
preferable option, waste with POP content at or above the low POP content level may, in certain cases, 
be disposed of using other methods in accordance with subsection IV.G.2 of the Basel Convention 
general technical guidelines for the environmentally sound management of POP-containing waste. In 
all cases, disposal must be carried out in an environmentally sound manner.  

levels  

4.3.3 Institutional responsibilities and stakeholders involvement  

157. The successful implementation of BAT and BEP for the phase-out of SCCPs and MCCPs requires 
coordinated action by all relevant stakeholders throughout the life cycle of these substances, from 
production and use to waste management. Competent authorities play a central role in establishing 
and enforcing regulatory frameworks, promoting compliance, and facilitating information exchange. 
Industry is responsible for implementing BAT and BEP, identifying and adopting safer alternatives 
where technically and economically feasible, and ensuring the environmentally sound management of 
CP-containing materials and wastes. Waste management operators, laboratories, customs authorities, 
research institutions and other relevant organizations also contribute by supporting the identification, 
monitoring, control and environmentally sound management of SCCPs- and MCCPs-containing 
products and wastes. Effective communication, capacity building and cooperation among stakeholders 
are essential to facilitate the transition towards safer alternatives and to minimize releases of 
chlorinated paraffins to the environment. 

4.4 Summary of BAT and BEP for Chlorinated Paraffins Production and Use  

158. Table 6 presents a summary of BAT and BEP that can be applied to reduce and, where feasible, 
eliminate releases of chlorinated paraffins during their production and use. 

Table 6. Summary of BAT and BEP for chlorinated paraffins production and use 

Application BAT BEP 

Chlorinated Paraffins 
production (LCCPs)   

• Employ advanced process control 
and engineering techniques to 
optimize reaction conditions, such 
as temperature, pressure, and 
reaction time, to minimize the 
formation of SCCPs and MCCPs. 
 

• Ensuring compliance with 
relevant regulations and 
standards governing the 
production and use of 
chlorinated paraffins, 
including the concentration 
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• Select feedstocks with higher 
molecular weights and longer 
carbon chains to minimize the 
formation of SCCPs and MCCPs. 
 

• Paraffin feedstocks used for the 
production of chlorinated 
paraffins may contain carbon 
chain lengths in the range C10–
C13 and C14-C17. To prevent the 
unintentional formation of SCCPs 
and MCCPs, the proportion of 
C10–C13 and C14-C17 paraffins in 
the feedstock should be 
minimized when producing LCCPs. 
 

• Ensure raw materials are free 
from impurities that can catalyze 
the formation of SCCPs and 
MCCPs during chlorination 
processes. 

 

thresholds (1% for SCCPs and 
3% for MCCPs). 
 

• Maintain accurate records of 
production processes, 
emissions, and waste 
management activities, and 
submit required reports to 
regulatory agencies as per 
regulations. 

 

Metalworking 
 

• Substituting substances 
potentially containing SCCPs or 
MCCPs with less harmful 
alternatives wherever possible. 
Depending on the metalworking 
process the alternatives might be: 
➢ Lubricants: Vegetable base 

oils, Polyalphaolephins (PAOs), 
Ester based lubricants 

➢ Anti-corrosion: Phosphate 
esters, inorganic corrosion 
inhibitors 

➢ Metal forming: Polyalkylen 
glycols (PAGs), Synthetic 
esters 
 

• Implementing closed-loop systems 
to minimize emissions of 
chlorinated paraffins, including 
SCCPs and MCCPs. 
 

• Employing advanced filtration and 
treatment systems to capture and 
recycle process gases and 
wastewater potentially containing 
chlorinated paraffins. 
 

• Implementing proper storage and 
handling procedures to prevent 

• Regular monitoring and 
testing of chlorinated 
paraffin levels in air, water, 
and soil, as appropriate, to 
ensure compliance with 
regulatory limits. 
 

• Training employees on safe 
handling practices and 
emergency response 
procedures to prevent 
accidental releases of 
chlorinated paraffins. 

• Proper labeling and storage 
of mixtures possibly 
containing SCCPs and MCCPs. 
 

• Developing and 
implementing spill 
prevention and response 
plans to minimize the 
environmental impact of 
accidental releases. 
 

• Engaging in continuous 
improvement efforts to 
identify opportunities for 
further reducing SCCPs and 
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spills and releases of chlorinated 
paraffins into the environment. 
 

• Utilizing efficient waste treatment 
technologies to treat waste 
streams generated during 
production and use, minimizing 
the release of chlorinated 
paraffins, including SCCPs and 
MCCPs, into the environment. 
 

• Implementing spill prevention 
measures, such as proper handling 
and storage procedures for raw 
materials and products, to 
minimize the risk of accidental 
releases of chlorinated paraffins. 

 

MCCPs usage and 
environmental impact. 

 

Secondary 
plasticizers in flexible 
polyvinyl chloride 
 

• Developing and using alternative 
plasticizers that do not have the 
same environmental and health 
concerns as SCCPs and MCCPs. 
Examples may include DINP 
(diisononyl phthalate), DOTP 
(dioctyl terephthalate), and bio-
based options such as those 
derived from vegetable oils. 

• Other alternatives as plasticizers in 
rubber may include, depending on 
regulatory context: 

➢ Acrylic polymers 
➢ Aluminum and antimony 

trioxide 
➢ Phosphate esters 
➢ LCCPs (C18+; least 

recommended option but still 
allowed) 

➢ Acrylic polymers 
➢ Aluminum and antimony 

trioxide 
➢ Phosphate esters 

 

• Implementing closed-loop 
manufacturing processes to 
minimize leaks, spills, and 
emissions of chlorinated paraffins, 
including SCCPs and MCCPs. 

 

• Checking SCCP and MCCP 
content in PVC waste 
intended for recycling, and 
ensuring that PVC containing 
more than 1% SCCPs and/or 
3% MCCPs is not recycled 
into new products but 
managed in accordance with 
applicable regulatory and 
waste management 
requirements. 

 
 



Guidance on BAT and BEP relevant to the SCCPs and MCCPs listed under the Stockholm Convention 
on POPs 

BAT/BEP Group of Experts, version 06/2026    46 
 

Additives in the 
production of 
transmission belts in 
the natural and 
synthetic rubber 
industry  
 

• Explore alternative substances to 
SCCPs and MCCPs, ensuring 
adequate health and 
environmental assessment prior 
to use.  
 

• Evaluate the technical feasibility 
and performance of alternative 
substances free from SCCPs and 
MCCPs.  

 

• Other alternatives as plasticizers 
in rubber: 
o Acrylic polymers 
o Al and Sb trioxide 
o Phosphate esters  
o Eventually : LCCPs (C18+; not 

recommended, see 3.1) 
 

• Other alternative as flame 
retardants in rubber include: 
o Organophosphorus flame 

retardants 
o Isopropylphenyl diphenyl 

phosphate (IPPDPP) 
o Tricresyl phosphate 
 

• Implement general BEP: 
regulatory requirements, 
reporting on waste, hygienic, 
and safety measures, use of 
protective equipment. 
 

• Install and maintain effective 
emission control systems, 
such as scrubbers or filters, 
to capture and treat volatile 
organic compounds (VOCs). 
 

• Implement wastewater 
treatment systems to 
remove SCCPs and other 
contaminants from process 
wastewater before 
discharge. 

 

• Implement measures to 
minimize waste generation, 
optimize material usage, and 
recycle or reuse of rubber 
possibly containing SCCPs 
and/or MCCPs. 

 

• Check for SCCP and MCCP 
content in rubberwaste 
intended for recycling, and 
ensuring that it does not 
contain more than 1% SCCPs 
and/or 3% MCCPs. Avoid 
recycling rubber containing 
more than the low level of 
SCCPs and MCCPs in new 
products and manage this 
material as waste in 
accordance with applicable 
regulatory and waste 
management requirements. 
 

The leather industry; 
fat liquoring in 
leather  
 

• Some fatty chemicals can 
substitute CPs including SCCPs and 
MCCPs: Fatty acid methyl esters 
(FAME), polyethylene glycol (PEG) 
depending on regulatory context.  

• Natural oils such as soybean oil, 
palm oil, rapeseed oil are 
alternatives in fat liquoring. 

 

• Implement general BEP: 
regulatory requirements, 
reporting on waste, hygienic, 
and safety measures, use of 
protective equipment. 
 

• Check for SCCP and MCCP 
content in leather intended 
for recycling, and ensuring 
that it does not contain more 
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• Biocompatible substances as 
silicone oils and emulsions that 
provide effective lubrication and 
softening of leather fibers. 
 

• Advanced emulsion technologies 
can be utilized to create stable 
emulsions of natural oils, synthetic 
esters, or other fat liquoring 
agents. 

 
 

• LCCPs (C18+); as least 
recommended option as they may 
contain some SCCPs or MCCPs. To 
be used with a strict control for 
their content in SCCPs and MCCPs. 

 

than 1% SCCPs and/or 3% 
MCCPs. 

 

Tubes for outdoor 
decoration bulbs  
 

• Use recyclable plastics or glass 
sourced from sustainable 
suppliers. 

•  

• Use energy-efficient 
manufacturing processes. 

• Implement measures to minimize 
waste generation during 
production processes, such as 
optimizing material usage, 
reducing scrap, and reusing or 
recycling waste materials. 

• Reduce GHG emissions. 

• No specific BAT for this 
industry, some general 
principles and practices can 
be applied to ensure the 
environmentally responsible 
production. 

Waterproofing and 
fire-retardant 
substances in paints  
 

Waterproofing substances that can be 
used in place of CPs in paints: 

• Acrylic polymers: commonly used 
as binders in waterproofing paints 
(film forming).  

• Silicone-based sealants: can be 
used to waterproof surfaces by 
creating a durable and flexible 
barrier that repels water and 
prevents moisture infiltration. 

• Polyurethane coatings: offer 
excellent waterproofing 
properties and adhesion to 
various surfaces.  

• Fluoropolymer coatings: 
fluorinated ethylene propylene 
(FEP) or polytetrafluoroethylene 
(PTFE), provide superior water 
repellency and resistance to harsh 
environmental conditions.  

• Implement general BEP, 
including regulatory 
requirements, reporting on 
waste, hygienic and safety 
measures, and the use of 
protective equipment. 
 

• Install and maintain effective 
emission control systems, 
such as scrubbers or filters, 
to capture and treat volatile 
organic compounds (VOCs). 
 

• Install exhaust systems 
above workstations to 
reduce fugitive VOCs in 
workshops. 
 

• Implement wastewater 
treatment systems to 



Guidance on BAT and BEP relevant to the SCCPs and MCCPs listed under the Stockholm Convention 
on POPs 

BAT/BEP Group of Experts, version 06/2026    48 
 

 
Fire-retardant substances: 

• Phosphorus-based flame 
retardants: ammonium 
polyphosphate (APP) or red 
phosphorus.  

• Nitrogen-based flame retardants: 
melamine polyphosphate (MPP) 
or melamine cyanurate (MC), 
reducing the flammability of 
paints and forming a protective 
char layer during combustion. 

• Intumescent coatings: contain 
ingredients that expand and swell 
when exposed to high 
temperatures. 

• Mineral-based fillers: alumina 
trihydrate (ATH) or magnesium 
hydroxide (MDH), can be used as 
flame retardants in paints.  
 

remove chlorinated 
paraffins, including SCCPs 
and MCCPs where relevant, 
and other contaminants from 
process wastewater before 
discharge. 

Adhesives  
 
 

• Plasticizers: polymeric plasticizers 
such as phthalate-free polyesters, 
adipates, trimellitates (high 
performance plasticizers), 
epoxidized soybean oil, or 
epoxidized linseed oil; polyols, 
such as glycerol or sorbitol, can 
substitute for CPs as plasticizers in 
adhesives.  

• Crosslinkers: such as toluene 
diisocyanate (TDI) or 
hexamethylene diisocyanate (HDI) 

• Tackifiers: modified rosin esters, 
such as hydrogenated rosin esters 
or maleic-modified rosin esters. 

• Implement general BEP 
including regulatory 
compliance, reporting on 
waste streams, and worker 
protection measures. 

• Ensure adequate ventilation 
and emission control during 
adhesive formulation and 
application. 

• Monitor raw materials to 
avoid unintended presence 
of SCCPs and MCCPs in 
formulations.  
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